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A DoE Method in Predicting Injuries to Out-of-Position 
Occupants from Torso-Only Side-Impact Airbags     

              By Yi Yang Tay, Rasoul Moradi & Hamid M. Lankarani     
Wichita State University, United States 

Abstract- Airbag systems such as frontal and side-impact airbags are developed to reduce 
occupant injuries during vehicle collisions. Yet, such systems have caused serious injuries to out-
of-position occupants especially to smaller females and children. The primary objective of this 
study is to examine the different influential factors such as mass flow rate, fabric permeability 
ratio, fabric maximum inflated depth that contribute to OOP occupant injuries in airbag-related 
accidents. A mathematical model of Heidelberg stationary test, vehicle interior and seat mounted 
side-airbag is developed using the MADYMO code 7.4.2. The mathematical model of the airbag 
used in this study is a torso-only seat-mounted side-impact airbag (SAB). The airbag model is 
validated against similar study conducted by Hallman et al. and the results are found to be in 
good agreement. Once the airbag model is validated, the airbag and the anthropomorphic test 
dummy are positioned in a vehicle environment to better predict the occupant injuries in a static 
environment.  

Keywords: out -of-position occupants; side- impact airbags; injury biomechanics; design- of-
experiment; full -factorial design; injury prediction.   

GJRE-B Classification : FOR Code: 09  029  9 

ADoEMethodinPredictingInjuriestoOutofPositionOccupantsfromTorsoOnlySideImpactAirbags                          
 

                  

 

              
 

Strictly as per the compliance and regulations of

 

:

  



 
     

  

  

 
 

 

 

  

 
 

 
 

 
 

 

 
 

 
 

 

 
 

 

 ©  2013  Global Journals Inc.  (US)

A DoE
Out-of-Position Occupants from Torso-Only 

Side-Impact Airbags
Yi Yang Tay α, Rasoul Moradi σ & Hamid M. Lankarani ρ

Abstract- Airbag systems such as frontal and side-impact 
airbags are developed to reduce occupant injuries during 
vehicle collisions. Yet, such systems have caused serious 
injuries to out-of-position occupants especially to smaller 
females and children. The primary objective of this study is to 
examine the different influential factors such as mass flow rate, 
fabric permeability ratio, fabric maximum inflated depth that 
contribute to OOP occupant injuries in airbag-related 
accidents. A mathematical model of Heidelberg stationary test, 
vehicle interior and seat mounted side-airbag is developed 
using the MADYMO code 7.4.2. The mathematical model of 
the airbag used in this study is a torso-only seat-mounted 
side-impact airbag (SAB). The airbag model is validated 
against similar study conducted by Hallman et al. and the 
results are found to be in good agreement. Once the airbag 
model is validated, the airbag and the anthropomorphic test 
dummy are positioned in a vehicle environment to better 
predict the occupant injuries in a static environment. The ATD 
test configurations are performed in accordance to the 
recommendations by The Side Airbag Out-Of-Position Injury 
Technical Working Group. Lastly, a set of parametric 
equations to predict the OOP occupants’ injuries are 
developed using the full factorial design. 
Keywords: out -of-position occupants; side- impact 
airbags; injury biomechanics; design-of-experiment; 
full -factorial design; injury prediction. 

I. Introduction

he safety of road vehicle has improved remarkably 
in recent years. A study conducted by the National 
Highway Traffic Safety Administration (NHTSA) 

shows that in year 2009, the fatality rate has been 
reduced to 1.14 people per 100 million vehicle miles 
travel as opposed to 1.55 fatalities 10 years ago [1]. 
Even with this promising result, the ultimate common 
goal in the automotive industry and government 
regulations is to reduce occupant injuries and fatalities 
to nearly zero in all crash scenarios. The vastly improved 
occupant safety rating cannot be made possible without 
the technology enhancement in vehicle safety. One of 

Author α: Master of Science in Mechanical Engineering at Wichita 
State University, Wichita, KS, USA. e-mail: yxtay1@wichita.edu
Author σ: KSS, Key Safety Systems, Michigan, USA.
e-mail: MoradiR@keysafetyinc.com
Author ρ: Department of Mechanical Engineering at Wichita State 
University, Wichita, KS, USA. e-mail: hamid.lankarani@wichita.edu

the widely used safety features which have shown to 
have the highest effect in reducing occupant injuries in 
recent vehicles are the frontal and side-impact airbags. 
A study published in 2007 by NHTSA shows that torso 
only side-airbag reduced fatality by approximately 17% 
compared to vehicle without side airbags, while the 
combination of torso and head side airbag further 
reduce fatality by approximately 35% [2]. Hence, it is 
evident that airbags provide tremendous amount of 
occupant safety in vehicle side collisions.

The increasing utilization of airbags on vehicles 
has also seen a rise in injuries caused by deploying 
airbags on out-of-position (OOP) and in-position 
occupants. The earliest recorded airbag related injuries 
dated back to early 1990, some of the most common 
injuries or fatalities caused by airbag are rib fractures, 
fractured sternum, head injuries, minor bruises, 
abrasions to the upper limbs and face and eyes injuries 
from chemical keratitis [3, 4]. OOP occupants are 
considered more prone to injuries from deploying 
airbags compared to in-position occupants due to the 
fact OOP occupants can be exposed to significant 
amount of force imposed by a deploying airbag. An 
occupant is considered as an OOP occupant if the 
occupant is in the path of a deploying airbag by either 
leaning or seating too close to the side structure or front 
panel that houses the airbag mechanism. If the 
occupant is initially positioned correctly but displaced 
closer to the airbag during the course of a collision, the 
occupant is also considered as an OOP occupant [5]. 

In 2003, NHTSA’s Special Crash Investigation 
(SCI) conducted a study on 242 cases of airbag related 
injuries; it was shown that out of the 242 cases 
considered, 227 occupants were fatally injured by 
airbags. Besides that, out of the 242 cases, 
approximately 60% comprised of children fatalities [5]. 
Although NHTSA has amended its regulations to allow 
automotive makers to reduce airbag deploying force in 
1997, the study conducted by NHTSA’s SCI showed that 
children are more vulnerable to airbag related injuries 
and fatalities. In 2002, NHTSA Transportation Research 
Center conducted a set of experiments on airbag
aggressivity using static side impact seat-mounted and 
door mounted airbags on 3 year-old, 6 year-old and 12 
month CRABI dummy using a fleet of model years 1999 
to 2001 sedan cars. It was observed from the test 
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results that 80% of the seat mounted and all door 
mounted airbag for 3-year old dummy exceeded the 
injury reference values (IARV) [6]. For the 6 year-old 
dummy, 60% of all seat mounted and door mounted 
airbags conducted exceeded the IARV. This shows that 
advance airbags installed in recent vehicles can still, 
albeit lower risks, cause serious injuries to OOP 
occupants. 

In order to successfully minimize the injuries 
mitigated by deploying airbag on various occupants on 
future vehicles, a systematic and widely used
experimental procedure has been developed by The 
Side Airbag Out-of -Position Injury Technical Working 
Group (TWG) to evaluate airbag aggressivity [7]. The 
purpose of TWG is to recommend a standard procedure 
and injury assessment for testing the aggressivity of 
deploying airbag on various test configurations and 
occupants. Therefore, the TWG recommendations and 
test configurations are used as a guideline in this study.

The main objective of this paper is to present a 
set of prediction model in predicting injuries to OOP 
occupants from a deploying airbag. The multi-body
dynamic software, MADYMO 7.4.2 is used exclusively to 
evaluate the occupant’s injury response and the Design-
of-Experiment’s (DoE) full factorial design is used to 
develop the injury prediction model. To achieve this 
objective, three main influential parameters or factors on 
affecting OOP occupant injuries have been identified 
and categorized into factorial design’s high and low 
levels. Next, three OOP test configurations which 
comprised of TWG’s testing configurations for the 
Hybrid III 3-year old, Hybrid III 6-year old and SID IIs are 
selected. Finally, a set of prediction equationsfor each 
OOP test configurations is obtained using the DoE 
regression model to represent the occupant injury level. 
This computational and DoE study can provide future 
researcher with a new dimension in designing and 
analyzing newer airbags by providing a platform for 
estimating the injury response of OOP occupants from 
future airbags design.

II. Mathematical Evaluation of
Airbag Model

The mathematical approach used in 
determining the governing factors that define the 
characteristics of the airbag model is presented in this 
section. In the design of airbag system, the occupant 
injury is significantly affected by many governing factors. 
As such, it is important to develop the airbag model 
based on accurate mathematical model that represents 
the dynamics of the airbag. 

The airbag chamber(s) temperature, 𝑇𝑇 can be 
formulated based on the constant pressure heat 
capacity, 𝑐𝑐𝑝𝑝 parameter. According to the entropy of 
gases, for monatomic gases such as Helium (He) and 
Argon (Ar), the 𝑐𝑐𝑝𝑝 is nearly equal to 5

2
𝑅𝑅 while the 𝑐𝑐𝑝𝑝 for 

diatomic gases such as Hydrogen (H2) and Oxygen (O2) 
is equals to 7

2
𝑅𝑅 [8]. 𝑅𝑅 is the universal gas constant or 

8.3145 𝐽𝐽𝑘𝑘−1𝑚𝑚𝑚𝑚𝑚𝑚−1 . The National Institute of Standards 
and Technology (NIST) model and Poling model can be 
used to formulate the temperature dependency on 
the𝑐𝑐𝑝𝑝 . The NIST model is recommended for gases with 
relatively high temperatures, while the Poling model is 
applicable to low temperature gases [9].  Both NIST and 
Poling equation is described as Equation (1) and 
Equation (2) respectively:

𝑐𝑐𝑝𝑝 = 𝑎𝑎0 + 𝑎𝑎1𝑇𝑇 + 𝑎𝑎2𝑇𝑇2 + 𝑎𝑎3𝑇𝑇3 + 1
𝑇𝑇2 𝑎𝑎4 (1)

𝑐𝑐𝑝𝑝 = 𝑏𝑏0 + 𝑏𝑏1𝑇𝑇 + 𝑏𝑏2𝑇𝑇2 + 𝑏𝑏3𝑇𝑇3 + 𝑏𝑏4𝑇𝑇4 (2)

Where the 𝑇𝑇 for both model is the absolute 
temperature of the gases, and the 𝑎𝑎0 - 𝑎𝑎4 and 𝑏𝑏0 - 𝑏𝑏4 is
the heat capacity coefficients for the NIST and Poling 
model respectively. Both models can only be used to 
accurately represent the 𝑐𝑐𝑝𝑝 if the inflated gas consist of 
only one type gas. In order to properly predict the 𝑐𝑐𝑝𝑝 of a 
mixture of gas, the Amagat’s law of the partial volumes 
can be used to describe the 𝑐𝑐𝑝𝑝 ,𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 and the NIST 
model can be further modified to Equation (3):

𝑐𝑐𝑝𝑝 ,𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 = ∑𝑎𝑎0 𝑚𝑚𝑚𝑚 + 𝑇𝑇∑𝑎𝑎1 𝑚𝑚 𝑚𝑚𝑚𝑚 + 𝑇𝑇2∑𝑎𝑎2 𝑚𝑚 𝑚𝑚𝑚𝑚 + 𝑇𝑇3 ∑𝑎𝑎3 𝑚𝑚 𝑚𝑚𝑚𝑚 + 𝑇𝑇4 ∑𝑎𝑎4 𝑚𝑚 𝑚𝑚𝑚𝑚                                  (3)

The relationship between the constant volume 
heat capacity, 𝑐𝑐𝑣𝑣 and 𝑐𝑐𝑝𝑝 is 𝑅𝑅 = 𝑐𝑐𝑣𝑣 − 𝑐𝑐𝑝𝑝 . Similarly, the 
ratio of heat capacity is governed by 𝑘𝑘 = 𝑐𝑐𝑝𝑝

𝑐𝑐𝑣𝑣
. Hence, the

𝑐𝑐𝑣𝑣 can be calculated by knowing the value of 𝑐𝑐𝑝𝑝 . Also, 
the temperature in the chamber can be formulated by 
solving the quartic equation, Equation (3).

The airbag can be considered as a closed 
system in which the bag is inflated by a uniform internal 
pressure. Once the temperature of the chamber is 
determined from Equation (3), the internal pressure 
acting on the membrane of the airbag can be 
formulated using the ideal gas law:

𝑝𝑝 = 𝑛𝑛𝑅𝑅𝑇𝑇
𝑉𝑉

(4)

Where 𝑛𝑛 is the amount of moles; 𝑝𝑝 is the airbag 
internal pressure; and 𝑉𝑉 is the airbag instantaneous 
volume. The ideal gas law can also be represented 
based on mass:

𝑝𝑝 = 𝑚𝑚𝑅𝑅𝑇𝑇
𝑉𝑉

(5)

with 𝑅𝑅 = 𝑅𝑅
𝑀𝑀𝑀𝑀

; MW is the molar weight of the gases. 
The airbag inflation process can be modeled as 

the instantaneous gas mass available in the airbag 



 
 

  
 

  
 

 
 

  
 

 

 
 

  
 

  
 

 
  

 
  

 

  
  

 

 
  

 

 

  
 

   

 
 

 
  

 
 

 
  

 
 

  

 

 
 

  
 

 
 

  

 

 

 

  

 

 

 

A Doe Method in Predicting Injuries to Out-of-Position Occupants from Torso-Only Side-Impact Airbags

G
lo
ba

l 
Jo

ur
na

l 
of
 R

es
ea

rc
he

s 
in
 E

ng
in
ee

ri
ng

  
X
III

  
Is
su

e 
vvv I
I 
 V

er
sio

n 
I 
  

  
  

  
  

  
  

  
  

3

 ©  2013  Global Journals Inc.  (US)

  Y
ea

r
  

20
13

  
 

V
ol
um

e
(
DDDD

)
B

system. The available mass is influenced by the mass 
flow rate injected to the system by the inflator minus the 
gas flowing out of the airbag system through holes and 
permeable surfaces. Hence, the gas mass of the system 
can be formulated as:

𝑚̇𝑚 = 𝑚̇𝑚𝑚𝑚𝑛𝑛 ,𝑓𝑓𝑚𝑚𝑚𝑚𝑓𝑓 − 𝑚̇𝑚𝑚𝑚𝑚𝑚𝑚𝑚 ,𝑓𝑓𝑚𝑚𝑚𝑚𝑓𝑓 (6)

The 𝑚̇𝑚𝑚𝑚𝑚𝑚𝑚𝑚 ,𝑓𝑓𝑚𝑚𝑚𝑚𝑓𝑓 can be calculated in terms of 
fabric permeability as shown in Equation (7):

𝑚̇𝑚𝑚𝑚𝑚𝑚𝑚𝑚 ,𝑓𝑓𝑚𝑚𝑚𝑚𝑓𝑓 = 𝐴𝐴𝑝𝑝𝑚𝑚𝑚𝑚𝑚𝑚𝑝𝑝 �2𝜌𝜌∆𝑝𝑝 (7)

where 𝜌𝜌 is gas density in the airbag 
chamber,   ∆𝑝𝑝 is the pressure difference between the 
airbag chamber and the ambient environment and 
𝐴𝐴𝑝𝑝𝑚𝑚𝑚𝑚𝑚𝑚𝑝𝑝 is the total area of pores. 

The 𝐴𝐴𝑝𝑝𝑚𝑚𝑚𝑚𝑚𝑚𝑝𝑝 can be formulated by multiplying the 
free area coefficient and the total airbag area, 𝐴𝐴𝑚𝑚𝑚𝑚𝑚𝑚𝑎𝑎𝑚𝑚 :

𝜂𝜂 = 𝐴𝐴𝑝𝑝𝑚𝑚𝑚𝑚𝑚𝑚𝑝𝑝
𝐴𝐴𝑚𝑚𝑚𝑚𝑚𝑚𝑎𝑎𝑚𝑚

(8)

and, the ∆𝑝𝑝 can be calculated as shown in Equation (9):

∆𝑝𝑝 = 1
2(𝜂𝜂2)

𝜌𝜌𝑣𝑣2 (9)

In order to accurately estimate the mass flow 
rate supply into the airbag chamber, the gas jet model 
must be calculated. By considering the inlet flow to be 
adiabatic flow, the inlet velocity can be calculated as:

𝑣𝑣0 = �𝑐𝑐𝑝𝑝(𝑇𝑇𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 )(𝑘𝑘 − 1) (10)

where, 𝑐𝑐𝑝𝑝 is the constant pressure heat 
capacity, 𝑇𝑇𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 is the constant temperature of the exit 
gas and 𝑘𝑘 is the heat capacity ratio. The estimated 
mass flow rate supply to the gas chamber can then be 
formulated as:

𝑚̇𝑚𝑚𝑚𝑛𝑛 ,𝑓𝑓𝑚𝑚𝑚𝑚𝑓𝑓 = 𝐴𝐴𝑚𝑚𝑣𝑣0𝜌𝜌0 (11)

where, the area of the inlet jet is represented as 
𝐴𝐴𝑚𝑚 and the gas density in the inlet represented by 𝜌𝜌0. By 
combining Equations (6), (10) and (11), the mass flow 
rate in the system is formulated as:

𝑚̇𝑚 = 𝐴𝐴𝑚𝑚𝜌𝜌0�𝑐𝑐𝑝𝑝(𝑇𝑇𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 )(𝑘𝑘 − 1) −𝐴𝐴𝑝𝑝𝑚𝑚𝑚𝑚𝑚𝑚𝑝𝑝 �2𝜌𝜌.∆𝑝𝑝 (12)

It is known that the ambient pressure is 
101.3kPa, Equation (12) can then be further expanded 
by combining Equation. (5) and (12) as:

𝑚̇𝑚 = 𝐴𝐴𝑚𝑚𝜌𝜌0�𝑐𝑐𝑝𝑝(𝑇𝑇𝑚𝑚𝑚𝑚𝑚𝑚𝑚𝑚 )(𝑘𝑘 − 1)− 𝐴𝐴𝑝𝑝𝑚𝑚𝑚𝑚𝑚𝑚𝑝𝑝 �2𝜌𝜌.�𝑚𝑚𝑅𝑅𝑇𝑇
𝑉𝑉

− 101.3�    (13)

The preceding formulations can be used to 
accurately represent the airbag model. It can be seen 

that these equations must be solve simultaneously and 
no factors can be used to independently define the 
airbag mathematical model.

III. Computational Methodology

This study is conducted using multi-body 
software, MADYMO 7.4.2 and the results is analyzed 
using Design-of-Experiment software, Design Expert 7. 
To achieve the objective of developing a prediction 
model, this study consists of two parts. First, the testing 
scenario consisting of a Heidelberg stationary test is 
presented. The ATD used for the Heidelberg stationary 
test is a MADYMO 50th percentile facet dummy model. 
The purpose of the Heidelberg stationary simulation is to 
validate the airbag model against the simulations by 
Hallman et al. [10] and to provide a foundation to test the 
linearity of the selected factors on occupants’ injuries. 
The linearity of the factors will then be used to provide 
high and low values for the DoE factorial test. The 
Heidelberg test is extremely useful in providing high/low 
values for the DoE factorial design, because it isolates 
the effect of each factor on occupant injuries. The DoE 
test methodology is further explained later.

Second, due to the inability of the Heidelberg 
test to properly predict occupant injury in a vehicle
environment, a Ford Taurus interior is modeled to 
represent a generic vehicle environment. By utilizing a 
vehicle environment in the static airbag test, occupant 
injuries can be better predicted by factoring in the effect 
of the airbag, vehicle geometry and placement of the 
ATD. As mentioned in the introduction section, The Side 
Airbag Out-of-Position Injury Technical Working Group 
suggested a list of recommended OOP test 
configurations for evaluating ATD’s injuries from 
deploying side airbags as well as the optimal placement 
of ATD with respect to the vehicle geometry. The vehicle 
test procedures used in this study are in accordance 
with the TWG’s test sections, namely, TWG’s section 
3.3.3.2, TWG’s section 3.3.3.5 and TWG’s sections 
3.3.3.6 [7]. The test procedures are carefully selected to 
represent a wide variety of occupants in terms of age, 
size and position. Table 1 represents the selected TWG 
test procedures and Figures 1(a) – (c) are the graphical 
representation of the TWG’s recommended test 
configurations.
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Figures 1 : OOP test configurations [7]. 
(a) 3-year old dummy rearward facing and leaning on back seat; (b) 6-year old dummy forward facing and leaning on door 

panel; (c) small females inboard facing

The TWG 3.3.3.2 procedure places the Hybrid III 
3-year old (3yo) in a rearward facing kneeling position is 
a procedure to measure injuries to the chest of a 3-year 
old OOP occupant. The TWG 3.3.3.5 where the Hybrid III 
6-year old (6yo) is forward facing and seated on a 
booster cushion is a procedure to measure the loads on 

the head and neck region of a 6 year old due to the 
direct load acting on the back and shoulder. Lastly, the 
TWG 3.3.3.6 is a procedure to measure injuries to the 
SID-IIs or small females in which the dummy is 
positioned inboard facing with its ribs fully exposed to 
the deploying airbag.

Table 1 : TWG selected test procedures

ATD TWG Section Test Position Body Region of Interest
Hybrid III 3-Year Old 3.3.3.2 Rearward Facing Head, Neck, Thorax
Hybrid III 6-Year Old 3.3.3.5 Forward facing on booster seat Head, Neck

SID-IIs 3.3.3.6 Inboard facing
Head, Neck, Thorax, Abdomen, 

Pelvis

Figure 2 : Humaneticscrash dummies [11]. 
(a) Hybrid III 3yo; (b) Hybrid III 6yo; (c) SID-IIs 

Figure 3 : MADYMO ellipsoid ATD.
(a) Hybrid III 3yo; (b) Hybrid III 6yo; (c) SID-IIs 

In order to fulfill the TWG recommended 
procedures, the ATD used for these test procedures are 

MADYMO validated ellipsoid models. For comparison 
purposes, Figure 2(a) – (c) represent the Humanetics 
Crash Dummies and Figure 3(a) – (c) represent the 
MADYMO dummies.

a) Airbag Model
Due to the complexity of the airbag system in 

affecting the occupant’s injury, the airbag model must 
be validated to ensure good accuracy in the airbag 
model. The ATD’s viscous criterion and rib deflection is 
validated against study conducted by Hallman et al. 
[10]. 

Since the airbag governing parameters or 
factors such as the mass flow rate, the volume, the 
allowable fully inflated depth, and fabric permeability of 
the airbag are of great important in influencing occupant 
injuries. The airbag is modeled and fine-tuned in 
closerelationship with the airbag model by Hallman et. 
al. to ensure an accurate validation[10]. The membrane 
of the airbag is of 0.5mm thickness. The inflator gases 
used in this study in terms of molar fraction are 0.4% 
Nitrogen, 0.3% Carbon Dioxide, 0.3% Water Vapor to 
approximate atmosphere air mixture. The fully inflated 
depth of the airbag is constrained by twelve 18cm 
elastic straps. The 3.44L airbag requires 20ms to reach 
fully inflated state and the maximum pressure is 168kPa. 
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Figure 4 : Inflator mass flow rate

In the preceding formulations in Section I, it is 
shown that inlet mass flow rate is influenced by many 
parameters such as inlet velocities, geometry and inlet 
density. Besides that, the mass flow rate curve is also 
influenced by the selectionof chemical compositions. 
Therefore, it is important to note that the mass flow rate 
shown in Figure 4 is based on a mixture of chemical 
composition as well as other parameters. The inflator 
model and the chemical compositions are held constant 
in this study will not be discussed as it is not within the 
scope of this study.

b) Airbag Model Validation
A study conducted by Hallman et al. analyzed

the effect of deploying a torso-only side impact airbags 
on out-of-position occupant’s torso injury by utilizing 
MADYMO facet human model [10]. The torso injury 
evaluated in the study was occupant chest compression 
ratio and the viscous criteria. The method of evaluation 
was performed using Heidelberg stationary setup in 
which the ATD is placed in close proximity to the rigid 
impact wall.  

Figure 6(a) – (c) show the Heidelberg stationary
setup. The ATD is seated on a frictionless rigid seat 

fixed to the platform of the setup. A rigid wall is to 
provide surface support for the airbag and to simulate a 
vehicle side frame. The ATD’s arms are raised to allow 
the thorax region to be fully exposed to the airbag and 
the rigid wall; the shoulder body region does not contact 
the rigid wall. The ATD initial position is 2cm relative to 
the rigid wall and displaced in an increment of 2cm until 
the airbag does not contact the ATD during inflation 
process. The chest % compression and viscous criteria 
are obtained and compared to the simulation results by 
Hallman et al.[10]. Figure 5 shows the MADYMO human 
ATD’s rib placement in which level 4 represents the 
upper rib, level 2 and 3 represent the middle rib and 
level 1 represent the lower rib. 

Figure 5 : MADYMO human ATD rib levels [12]

Figure 7 shows the ATD and airbag kinematics 
at different instances of time at 2cm from the rigid wall. It 
is shown that at 0-20ms, the ATD is in the path of the 
deploying airbag and the 1st to 4th ribs are fully 
exposed to the deploying airbag. The comparison 
graphs for the simulations and results from Hallman et 
al. [10] are shown in Figure 8 and Figure 9. The 
comparison results for the thorax viscous criteria and 
peak rib compression showed reasonable agreement. 
Once the airbag model is validated, the airbag model 
can then be used for the TWG’s OOP simulations.

Figure 6 : (a) Heidelberg stationary setup showing torso airbag model; (b) 3D view of Heidelberg stationary setup; 
(c) ATD lateral position
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The gas exits the inflator jet at 508.8m/s2 and the inflator 
temperature is 72800K. The mass flow rate necessary to 
properly inflate the bag, as shown in Figure 4, is 
determined by performing a tank test analysis.
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Figure 7 : Simulated kinematics of ATD and torso-only airbag at 2cm relative to rigid wall for stationary test

Figure 8 : Comparison of ATD viscous criteria against results 
by Hallman et al

Figure 9 : Comparison of ATD ribs maximum % 
compression against results by Hallman et al

c) Airbag Model Validation
A generic vehicle interior is modeled as shown 

in Figure 10. The vehicle model is a partial model of the 
Ford Taurus FE model. The vehicle’s side-panels and 
cushion seats are selected to be included in this study
because these parts are of great importance in 

influencing the occupant placement and the path of the 
deploying airbag. 

Figure 10 : Partial Ford Taurus interior showing seat mounted 
side-impact airbag

Once the vehicle interior is successfully 
modeled and constrained properly, a torso-only side 
airbag (SAB) is mounted onto the back seat as shown in 
Figure 10. The airbag supporting frame is constrained to 
the back seat. The position of the supporting frame with 
respect to the back cushion is important to ensure 
proper airbag inflation. Figure 11 shows the SAB frame-
by-frame deployment. It can be seen that the side 
airbag reaches fully deployed state in between 20ms to 
35ms and extends outward to provide protection to the 
torso body region.

With the SAB positioning and the vehicle interior 
defined, the ATD is incorporated into the model in 
accordance to the TWG test procedures as shown in 
Figure 12. The surface contacts used between the ATD 
(multi-body), vehicle interior (FE) and SAB (FE) 
areContact. for multi-body to FE surfaces and 
Contact. for FE to FE surfaces. 

Figure 11 : SAB frame-by-frame deployment process
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Figure 12 : OOP test configurations. (a) 3yo dummy rearward facing; (b) 6yo dummy forward facing; 
(c) small female inboard facing

d) Parametric Study using Design-of-Experiment
The full factorial design is conducted to 

investigate the joint effect of the three factors on the 
injury criteria denoted as the output responses. This 
design also provides the relevant information such as 
interactions between factors. Once the factor’s 
interaction is determined to be significant, design 
optimization may be conducted but it is not within the 
scope of this study to optimize the airbag design. 
Subsequently, a set of parametric equations can be 
obtained through the factorial’s regression analysis to 

predictto occupant’s injury levels. The DoE used is a 
single-replicate 23 factorial design, the 3 factors of 
interests are airbag mass flow rate, allowable inflated 
depth and fabric permeability. The design matrix for a 2k

factorial experiment can be seen in Table 2. The “+” 
and “-” geometric coding represents the high and low 
levels of the factors. The high and low factors used are 
quantitative values and because the factors are of only 
two levels, therefore, the response must be assumed to 
be linear over the range of the selected factor range.

Table 2 : 23 Design matrix

Run Factor: A
(Mass Flow Rate)

Factor: B
(Allowable Depth)

Factor: C
(Fabric Permeability) Labels Responses

1 - - - (1)
2 + - - a 
3 - + - b 
4 + + - ab
5 - - + c
6 + - + ac
7 - + + bc
8 + + + abc

The high and low levels of each factors are 
determined using the Heidelberg stationary model in 
which the model is subjected to various level of 
parameters and the coefficient of determinant is used to 
indicate the linearity of the injury level. To avoid repetitive 
R2figures, only the R2 for injury levels based on 
increasing mass flow rate are shown. The R for the 
peak VC and rib % compression, as shown in Figure 13 
and Figure14 ,are all above 0.80. 

The R2 tabulation for all three factors can be 
seen in Table 3. It is shown that the R2 for factors A, B 

and C are good with factor B peak VC yielded the lowest 
R2. It can be concluded from this linearity test, 
represented by R2, that the data are linearly distributed 
and it can be safely assumed that further studies on 
injuries to the thoracic body region are approximately 
linear over the range of high/low factor levels.

By performing DoE, a regression model or the 
fitted model can be determined to estimate occupant’s 
injury from the governing factors. The generalized 
regression model for this design is represented as:

𝑦𝑦� = 𝛽̂𝛽0 + 𝛽̂𝛽1𝑚𝑚1 + 𝛽̂𝛽2𝑚𝑚2 + 𝛽̂𝛽3𝑚𝑚3 + 𝛽̂𝛽12𝑚𝑚1𝑚𝑚2 + 𝛽̂𝛽13𝑚𝑚1𝑚𝑚3 + 𝛽̂𝛽23𝑚𝑚2𝑚𝑚3 + 𝛽̂𝛽123𝑚𝑚1𝑚𝑚2𝑚𝑚3 (14)

Where the coded 𝑚𝑚1, 𝑚𝑚2,𝑚𝑚3 represent factors A, 
B and C respectively and 𝑚𝑚1𝑚𝑚2 , 𝑚𝑚1𝑚𝑚3 , 𝑚𝑚2𝑚𝑚3 and 𝑚𝑚1𝑚𝑚2𝑚𝑚3
represent the interaction between factors.
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Figure 13 : R-square for peak VC based on increasing mass 
flow rate

Figure 14 : R-square for rib % compression based on 
i ncreasing mass flow rate
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Table 3 : R2 for all three factors determined by Heidelberg 
stationary simulation

Factors Injury Parameters R2Coefficient
Mass Flow Rate 
Scale (Factor A)

Peak VC 0.91
Rib % Compression 0.80

Strap Length                               
(Factor B)

Peak VC 0.67
Rib % Compression 0.60

Fabric 
Permeability 
(Factor C)

Peak VC 0.75
Rib % Compression 0.77

e) Injury Criteria
The injury criteria mainly describe the effect of 

dynamic forces acting on a particular body region. A 
threshold limit is assigned to each injury criteria and the 
occupant is considered severely injured if the injury 
values exceed the injury limit. The threshold injury limits 

can be referred to the dummy Injury Reference Values 
(IARV) for OOP occupants as shown in Table 4. The 
occupant injury caused by deploying airbag is 
monitored in three body regions, namely, the head, neck 
and thorax.

The head injury criteria (HIC) value is a 
measurement standard for measuring the injury to the 
head. The HIC36 threshold used for this study is 570. 
TWG predicts that the neck injuries will be the most 
important injury ratings for OOP test from deploying 
airbag. Based on TWG frontal airbag data, the cause of 
fatalities among children is the rupture of the connecting 
tissues at the occipital condoyle [7]. In order to properly 
predict the neck injury, two models of neck injuries can 
be utilized, namely, the Nij index value or imposing limits 
threshold on neck forces and bending moments. The 
first model, the Nij value, is used based on the linear 
combination of neck loads and moments. A Nij value of 
above 1 indicates 30% risk of AIS 3+ injury to the 
cervical spine [13]. The second approach is to impose a 
limit threshold to the neck loadings. The lower neck 
forces were selected as the primary loadings to the 
neck. Recent research suggested that measuring the 
upper neck forces may not be adequate in determining 
the neck injuries due to the fact that OOP occupants’ 
back may be exposed to the deploying side airbags [7]. 
The complete neck loadings can be found in NHTSA 
final ruling for neck injury criteria [14]. 

According to IIHS injury measurements, rib 
deflection equal to or less than 34mm is the border 
between good and acceptable rating [15]. Based on 
Viano injury curves for smaller size females, a 34mm 
deflection rating corresponds to 21-27% of severe 
thoracic injury [16].  An average rib deflection for SID-IIs 
of above 50mm is susceptible to an 80% chance of rib 
fracture.

The suggested rib deflection rate of 8.20m/s by 
IIHS marks the border between good and acceptable 
rating [15]. A deflection rate of 8.20m/s also correlates 
to an approximately 5% risk of AIS 4 thoracic injury. 
Based on research by Mertz et al, the lateral rib 
deflection rate is the same to the frontal deflection [17].

Table 4 ATD Injury Reference Value (IARV) for OOP Occupants

Body Region Injury Parameters Hybrid III 3-yo Hybrid III 6-yo SID-II
Head HIC, 15ms window 570 723 779

Upper Neck Nij 1.0 1.0 1.0
Nij Intercepts Values Tension Force (N) 2120 2800 3880

Compression Force (N) 2120 2800 3880
Flexion Moment (N.m) 68 93 155

Extension Moment (N.m) 27 37 61
Lower Neck Forces Tension Force (N) 1130 1490 2070

Compression Force (N) 1380 1820 2520

Thorax
Deflection (mm) 36 40 34

Deflection rate (m/s) 8.0 8.5 8.2

: 
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      IV. Results and Discussions

A parametric study was conducted to 
investigate the OOP occupant injuries from a deploying 
side airbag. Three airbag governing factors such as 
fabric permeability (factor C), inlet jet mass flow rate 
(factor B) and maximum allowable airbag depth (factor 
A) were analyzed and considered. As discussed in the 
methodology section, the airbag aggressively test was 
conducted on three scenario, namely, TWG 3.3.3.2, 
TWG 3.3.3.5 and TWG 3.3.3.6 OOP test configurations.

a) TWG 3.3.3.6 –  Small Female Inboard Facing
The kinematics for SID-IIs simulation can be 

seen in Figure 15. The kinematics shown is simulation 

with A, B and C factors set at high level. It can be seen 
that the ATD is positioned inboard facing with arm 
stretched outward. The pelvic region was aligned to 
contact the door trim panel. The ATD first thoracic rib 
was aligned with the top edge of the airbag module to 
allow maximum contact force between the airbag and 
the thoracic region. The injury levelmeasured were
injuries to the thorax body regions such as the lower, 
middle and upper rib deflection as well as the thorax 
deflection rate.

Figure 15 : Simulated kinematics for SID-IIs with factor levels A, B and C set at high

Table 5 : SID-IIs DoE Injuries Responses at Different Factors Levels

Run
Order

Factors
Labels

Responses

Rib Lateral Deflections (mm)
Thorax Deflection 

Rate (m/s)A B C Low Mid Up Peak Rib Deflection
(mm)

1 - - - (1) 21.12 16.65 14.48 21.12 7.07

2 + - - a 29.90 24.43 25.10 29.90 6.72

3 - + - b 9.60 12.51 10.86 12.51 4.44

4 + + - ab 7.67 9.48 12.97 12.97 4.44

5 - - + c 13.78 11.38 0.76 13.78 3.82

6 + - + ac 59.14 39.76 31.63 59.14 7.00

7 - + + bc 20.52 18.27 14.59 20.52 6.90

8 + + + abc 17.98 12.35 19.18 19.18 7.20
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Table 6 : SID-IIs Simulation DoE Parametric Equation

DoE Responses DoE Regression Model Equation

Lower Rib Deflection 23.40 + 0.76𝐴𝐴 − 0.21𝐵𝐵 − 2238.89𝐶𝐶 − 0.023𝐴𝐴𝐵𝐵 + 472.94𝐴𝐴𝐶𝐶 + 57.3626𝐵𝐵𝐶𝐶
− 10.22𝐴𝐴𝐵𝐵𝐶𝐶

Middle Rib Deflection 16.05 + 1.58𝐴𝐴 − 0.060𝐵𝐵 − 1503.69𝐶𝐶 − 0.040𝐴𝐴𝐵𝐵 + 391.25𝐴𝐴𝐶𝐶 + 42.66𝐵𝐵𝐶𝐶 − 8.59𝐴𝐴𝐵𝐵𝐶𝐶
Upper Rib Deflection 13.32 + 1.83𝐴𝐴 − 0.057𝐵𝐵 − 2550.94𝐶𝐶 − 0.031𝐴𝐴𝐵𝐵 + 357.38𝐴𝐴𝐶𝐶 + 57.57𝐵𝐵𝐶𝐶 − 6.50𝐴𝐴𝐵𝐵𝐶𝐶
Peak Rib Deflection 22.26 + 1.58𝐴𝐴 − 0.20𝐵𝐵 − 2279.73𝐶𝐶 − 0.030𝐴𝐴𝐵𝐵 + 677.71𝐴𝐴𝐶𝐶 + 62.28𝐵𝐵𝐶𝐶 − 14.03𝐴𝐴𝐵𝐵𝐶𝐶

Thorax Deflection Rate 8.18− 0.064𝐴𝐴− 0.075𝐵𝐵 − 635.22𝐶𝐶 + 0.0013𝐴𝐴𝐵𝐵 + 62.98𝐴𝐴𝐶𝐶 + 17.51𝐵𝐵𝐶𝐶 − 1.18𝐴𝐴𝐵𝐵𝐶𝐶

To complete the DoE design matrix, 8 
simulations were performed as shown in Table 5. Table 
6 represents the complete injuries responses at different 
combination of levels. It is shown that the rib deflection 
is above the IARV values for simulations #6. 5 out of 8 
simulations also yielded at least one response is 80% or 
above the suggested IARV threshold. The regression 
model equations seen in Table 6 are calculated using 
Equation 14. These parametric equations can be used 
to generate model graphs that present a prediction 
model of OOP injury level based on any combinations of 
factors. Table 6 is a complete regression model that can 
be used to predict OOP SID-II injury risks from
deploying airbag.

To avoid repetitive graph, only the DoE model 
graphs for selected injury level for SID-IIs simulation are 
shown. Figure 16 and Figure 17 represent the fitted 
model for SID-II peak rib deflection and Figure 18 and 
Figure 19 shows the fitted model for SID-II thorax 
deflection rate.

The fitted model as shown in Figure 16 and 
Figure 17 is a good tool to measure the SID-II’s peak rib 
deflection. It is shown that the maximum rib deflection 
can be obtained by using a high mass flow rate, low 
strap length and low fabric permeability. Similarly, Figure 
17 suggest that the lowest rib deflection can be 
obtained by utilizing combination of high fabric 
permeability, high strap length and the combination of 
any level of mass flow rate.

The thorax deflection rate as shown in fitted 
models Figure 18 and Figure 19 can be interpreted in 
two scenarios. The thoraxdeflection rate values are 
generally high with high mass flow rate, high strap 
length and low fabric permeability or low strap length, 
high fabric permeability and any level of mass flow rate. 
The blue region as seen in Figure 19 suggests that the 
lowest deflection rate can be achieved with the 
combination of low fabric permeability, low strap length 
and mass flow rate.

Figure 16 : Peak Rib Deflection DoE Model Graph with C 
Level: Low

Figure 17 : Peak Rib Deflection DoE Model Graph with C 
Level: High

Figure 18 : Thorax Deflection Rate DoE Model Graph with C 
Level: Low
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Figure 19 : Thorax Deflection Rate DoE Model Graph with C 
Level: High

b) TWG 3.3.3.2 – 3-year old Dummy Rearward Facing
In order to fully present the findings of injuries 

caused by deploying airbag on Hybrid III 3-Year Old, the 

ATD was positioned in accordance to TWG 
recommendation. According the TWG recommendation, 
the ATD was positioned kneeling and facing backwards 
along the outer-line of the bottom cushion. The sternum 
must be placed as close as possible to the leading 
edge of the back cushion and in contact with the back 
seat. Finally, the head must be in between the back 
cushion and the vehicle side trim to allow maximum 
contact. The ATD injury ratings of interest are the Neck 
Nij, neck vertical loading values, rib deflection and rib 
deflection rate. The kinematics of the ATD at all factors 
set to high can be seen in Figure 20. 

It can be seen in the kinematic figures that the 
placement of the ATD completely blocked the path of 
the deploying airbag. As such, the airbag needed much 
longer time to reach fully deployed state. It is shown in 
60 – 80ms that the airbag compressed the rib in order to 
reach full deployment. Table 7 shows the DoE tabulation 
of the simulation results.

Figure 20 : Simulated kinematics for Hybrid III 3yo with factor levels A, B and C set at high

Table 7 : Hybrid III 3-Year Old DoE Injuries Responses at Different Factors Levels

Run
Order

Factors

Labels

Responses

A B C Nij

Thorax
Deflection

(mm)

Thorax
Deflection

Rate
(m/s)

Lower
Neck

Tension
(+Fz)

Lower
Neck

Compression
(-Fz)

1 - - - (1) 0.19 3.0 1.27 123 178

2 + - - a 0.57 12.5 5.33 152 549

3 - + - b 0.20 5.6 2.12 119 160
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4 + + - ab 0.60 15.2 4.79 121 613

5 - - + c 0.20 3.2 1.37 134 161

6 + - + ac 0.57 18.9 6.55 197 609

7 - + + bc 0.21 4.9 1.66 94 168

8 + + + abc 0.60 15.7 5.19 107 578

The DoE results shown in Table 7 suggested 
that the thorax deflection rate for simulation number 6 is 
80% that of the IARV threshold. Other responses are well 
below IARV threshold. These results suggest that the 
Hybrid III 3-year old for this particular configuration do 
not risk injuries from deploying airbag. Based on the 

ATD’s kinematic responses, the airbag mainly contacted 
the front sternum of the ATD instead of the side thorax, 
this explains the low thorax deflection values. Similarly, 
the regression model obtained from DoE analysis can 
be used to predict the Hybrid-III 3-Year Old injuries risks 
from deploying airbag in the case of OOP. 

Table 8 : Hybrid III 3-Year Old Simulation DoE Parametric Equation

DoE Responses DoE Regression Model Equation
Rib Deflection 0.25 + 1.24𝐴𝐴+ 0.072𝐵𝐵 − 95.03𝐶𝐶 + 0.00037𝐴𝐴𝐵𝐵 + 107.16𝐴𝐴𝐶𝐶 + 0.058𝐵𝐵𝐶𝐶 − 1.83𝐴𝐴𝐵𝐵𝐶𝐶

Thorax Deflection Rate 0.32 + 0.62𝐴𝐴+ 0.024𝐵𝐵 − 36.24𝐶𝐶 − 0.0056𝐴𝐴𝐵𝐵 + 13.03𝐴𝐴𝐶𝐶 − 1.92𝐵𝐵𝐶𝐶
Nij 0.12 + 0.049𝐴𝐴+ 0.00018𝐵𝐵 + 1.18𝐶𝐶 − 0.000073𝐴𝐴𝐵𝐵− 0.13𝐴𝐴𝐶𝐶

Neck Peak Tension 110.29 + 6.54𝐴𝐴+ 0.25𝐵𝐵 + 3107.75𝐶𝐶 − 0.14𝐴𝐴𝐵𝐵 + 296.05𝐴𝐴𝐶𝐶
Neck Peak Compression 122.53 + 44.62𝐴𝐴 − 0.92𝐵𝐵 − 4950.29𝐶𝐶 + 0.30𝐴𝐴𝐵𝐵 + 1627.19𝐴𝐴𝐶𝐶 + 130.85𝐵𝐵𝐶𝐶 − 43.86𝐴𝐴𝐵𝐵𝐶𝐶

c) TWG 3.3.3.2 – 6-year old Dummy Forward Facing
The OOP test objective for the Hybrid III 6yo is 

to measure the injuries to the neck. The ATD’s pelvis 
and thorax is positioned close to the leading edge of the 

back seat and the booster block. The left arm is 
positioned to rest of the side panel. The ATD’s torso is 
placed directly in the path of the deploying airbag.

Figure 21 : Simulated kinematics for Hybrid III 6yo with factor levels A, B and C set at high

Table 9 : Hybrid III 6-Year Old DoE Injuries Responses at Different Factors Levels

Run
Order

Factors
Labels

Responses

A B C Nij
Lower Neck Tension

(+Fz)
Lower Neck Compression

(-Fz)
1 - - - (1) 0.16 114 295
2 + - - a 0.33 315 440
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3 - + - b 0.20 139 229
4 + + - ab 0.55 669 708
5 - - + c 0.15 119 300
6 + - + ac 0.33 301 431
7 - + + bc 0.19 154 289
8 + + + abc 0.62 729 688

Table 10 : Hybrid III 6-Year Old Simulation DoE Parametric Equation

DoE Responses DoE Regression Model Equation
Nij 0.13 + 0.0091𝐴𝐴+ 0.000011𝐵𝐵 − 1.83𝐶𝐶 + 0.00079𝐴𝐴𝐵𝐵 + 0.59𝐴𝐴𝐶𝐶

Neck Peak Tension 105.83 + 6.73𝐴𝐴 − 1.60𝐵𝐵 − 2083.33𝐶𝐶 + 1.32𝐴𝐴𝐵𝐵 + 116.67𝐵𝐵𝐶𝐶
Neck Peak Compression 288.04 + 5.85𝐴𝐴− 2.61𝐵𝐵 + 4115.79𝐶𝐶 + 1.10𝐴𝐴𝐵𝐵 − 618.42𝐴𝐴𝐶𝐶

The complete DoE run matrix can be seen in
Table 9. All the injury values are below the suggested 
IARV. The simulation kinematics in Figure 21 shows that 
the ATD’s neck experienced large amount of rotation 
and compression to the occipital condoyle over a short 
period of time. It can also be seen that the neck is the 
only body region experienced large forces and 
deformation compared to the thorax body region. 
Besides that, it can be seen that the left arm may have 
sustain serious injuries. The IARV do not have a 
guideline for measuring injuries to the extremities. As 
such, injury assessment cannot be done on extremities. 
The results show that 6 year old at this test 
configurations do not risk any injuries to the neck region 
from deploying airbags. Table 10 represents the 
regression model equations for selected injuries 
response. It can also be seen that the 3 factors 
interaction, ABC, is not significant in affecting the injuries 
response.

V. Results and Discussions

The purpose of this study was to develop a set 
of parametric equations to predict injuries from a 
deploying airbag using computer simulations. The 
prediction model was developed through the use of DoE 
regression model and model graphs. The simulations 
were conducted using MADYMO 7.4.2 and DoE results 
were evaluated using Design Expert 7. The selected 
three main influential factors that have major effect on 
OOP injuries were fabric permeability, airbag fully 
inflated depth and inflator mass flow rate. In order to 
accurately utilize the DoE factorial design, linear injury 
response between high and low factors have been 
verified using Heidelberg stationary.

The test scenarios selected for this study 
comprised of wide range of ATD in accordance to the 
recommendation by TWG. These scenarios were 
carefully selected to measure various injuries and to 
represent a whole spectrum of OOP occupants that are 
susceptible to deploying side airbags. DoE results from 
this study indicated that parametric equations were 

successfully obtained to determine the occupant 
injuries. The DoE results also suggested that two or 
higher interactions between factors governs the 
regression model. Therefore, it was conclusive that no 
single factor can be altered without affecting the injury 
response. 

This study has shown that a set of equations 
can be generated using DoE’s full factorial design. Full 
factorial design proved to be a useful statistical tool in 
evaluating the interactions between factors. Similarly, 
the injury prediction model was performed successfully 
by using the regression model. The results showed that 
the test configurations for SID-IIs had the highest injuries 
values that exceeded the IARV. This is mainly due to the 
seating position in which the thoracic body region was 
fully exposed to the deploying airbag. The low injury 
values for 3-year old and 6-year old suggest that the 
occupant was not susceptible to any risk of injury for 
these particular configurations. It is also important to 
conclude that the interest of this study is not to evaluate 
whether the injury level exceed certain injury threshold 
but rather to present systematic approach in developing 
a set of injury prediction model to evaluate injuries to 
OOP occupants from deploying airbag.

The methodology and mathematical models 
developed in this study can be utilized in the design 
stage of future airbags by using the prediction model to 
approximate injuries without the need to perform 
experimental testing. This study, however, did not verify 
the reliability of these set of equations on the recent 
model year vehicles. As such, further study needs to be 
conducted to verify this concept.Future works may also 
include optimizing the airbag model in reducing injuries 
to OOP occupants through the use of DoE’s response 
surface methodology.
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Automatic Traffic Overtaking Restrainer using 
RFID Technique 

Md. Moniruzzaman α, Md. Nazmul Hussain σ, Pranoy Kumar Singha Roy  ρ  &  Md. Shohel Rana  Ѡ

Abstract- This paper represents a logically simple and efficient 
electronic technique for restraining overtaking of vehicles on 
bridge automatically where overtaking is strictly prohibited. For 
this purpose we have proposed Radio Frequency Identification 
(RFID) technique. To accomplish this every vehicle should 
carry a RFID tag containing some specific information about 
the vehicle. RFID readers will collect information from the tag 
in two different points on the bridge and control logic unit will 
compare the information, manipulate them and make 
necessary decision to restrain the vehicle. The additional 
circuitry will then execute the decision of control logic unit. This 
is an effective and flawless approach for controlling the 
overtaking and the terrible consequences. Moreover this 
technique is very handy and easy to implement which can 
work in any atmospheric condition.  
Keywords: overtaking, transponder, active rfid tag, 
active rfid reader, server computer, relay, interrogator, 
atmega8.  

I. Introduction 

 
 
 
 
 
 
 
 
 

Figure 1 : (a) Canada, (b) Belarus and (c) Japan 

Authors α σ ρ Ѡ: Department of EEE, Rajshahi University of 
Engineering & Technology, Rajshahi-6204, Bangladesh.  
e-mails: mdmonir.eee08@gmail.com, nhussain.eee@gmail.com,  
pronoy331@yahoo.com, shohel.ieee@gmail.com  

a bridge mostly it is prohibited to overtake while passing 
through the bridge. One of these initiatives is the poster 
saying “no overtaking” with or without a specified speed  
limit. In fig.1 no overtaking symbols used in Canada (a), 
Belarus (b) with a speed limit of 50 and Japan (c), are 
shown. But unfortunately there are very few drivers who 
care about these symbols. Indeed, there is no existing 
way to make it mandatory and force the drivers to follow 
the symbols consequently leaving deadly accidents. 
That is why we have tried to make an automatic way 
which ensures that the miscreant is ceased.  

II. Block Diagram Representation 

Here we have summarized our scheme using 
the block diagram representation. First two blocks read 
the data from the vehicle. For this purpose we have 
used RFID tags [2] attached to the vehicle. Data 
obtained from the vehicle will be stored in the tag and 
then retrieved by a reader situated in the first station and 
stored in local computer.  The computer is connected to  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 2 :

 

Block diagram

 

the server. When the vehicle passes station 2 having the 
same settings as previous one data will again be 
retrieved and stored then sent to the server. Data from 
these two computers will be manipulated in the server 
and decision will be made. If the two signals are 
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congruent then analyzer unit says that no overtaking 
took place otherwise it says that an overtaking took 
place and vehicle leaving the station 2 is the wrong 
doer. 

s the days go human dependencies on 
automobile increases. Safe driving of these 
vehicles not only makes us efficient but also offers 

us a comparatively faster way to have things done .But 
erroneous operations or anomalous attitudes of human 
while driving may lead to a serious accident leaving 
loss of life, and many other malignant aspects. We
used here “anomalous attitude” to mean a 
special phenomenon named overtaking [1] which 
is very common and verily the most dominant 
cause of almost all accidents. In our rudimentary 
consideration we have focused on restraining 
overtaking on a bridge. Overtaking is the act of 
one vehicle going past another slower moving 
vehicle, travelling in the same direction, on a 
road. There are some rules of overtaking which 
should be strictly followed to avoid accidents.  In case  of 

A



 

III.

 

Operation

 

of

 

RFID

 

System

 

Radio-frequency identification (RFID)[3] is a 
technique for transferring data by means of radio-
frequency electromagnetic fields. Information is stored 
in devices commonly known as RFID tags or labels and 
retrieved by readers [4] also known as interrogators. 
RFID tags and readers can either be active or passive 
[5]. Active tags are powered by an additional power 
source but passive source does not require one. For this 
reason passive tags are smaller and cheaper as 
compared to active tags. But they are required to be 
energized by a power level much stronger than 
transmitted signal. On the

 

other hand the transmission 
range is shorter than active tags. For these reasons we 
have proposed active RFID tag and active reader. With 
the necessary circuit arrangement data can be 
transmitted and received efficiently at a range of 300fts. 

Usually RFID

 

tags consist of an integrated circuit and an 
antenna. The integrated circuit is used for storing and 
processing information, modulating and demodulating a 
radio frequency signal and antenna is used for receiving 
and transmitting signal. The information retrieved from 
the tag is stored in a non-volatile memory of reader 
which can also be stored in the computer. Different 
types of information can be stored in RFID tag like a 
unique serial number or chassis number of vehicles or 
an account number etc. An active tag can contain 
maximum 2kB of data [6]. In our proposed system every 
vehicle shall be provided with an active RFID tag having 
a unique number. A reader will be situated at station 1 in 
the fig.2 .The battery powered active tags transmit radio 
signal in

 

every 1 second. When the vehicles will pass the 
station the reader will receive the signal and retrieve the 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 3 :

 

Schematic arrangement of the proposed system

 

information and store in the local computer. The 
computer

 

in the station 1 is also connected to a server. 
The server will be fed by the information from computer 
in station 1.Another station (station 2 in fig.2) will be 
situated near to the end of exit point. Here the RF signal 
transmitted by the active tag of the vehicles will be 
received and decoded again. The retrieved information 
will be stored in a local computer which is also 
connected with the same server. The data from the two 
computers will then be compared in the server. If no 
overtaking occurs on the way then server will make the 

 

decision to let the vehicle pass. But if the data from the 
computers are not same which is an indication of 
overtaking, the server will block the path restraining the 
vehicle to pass. The decision of server will be executed 

using microcontroller, relay circuitry and gate control 
arrangement. The system will also work perfectly if 
overtaking occurs in front of reader. As the RFID reader 
is much sensitive to incoming signal and the transmitter 
transmit signal very frequently so data can easily be 
gained.

 

Automatic Traffic Overtaking Restrainer using RFID Technique
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IV. Flowchart 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 4

 

: Flowchart of entire system

 

V.

 

Microcontroller

 

Operation

 

A microcontroller can be interfaced with the 
sever output signal. As the server gives sequence of 0 
or 1 depending on whether overtaking took place or not, 
a microcontroller is needed to create corresponding 
voltage level to bring the relay [7] in operation. A low 
cost microcontroller ATMEGA8 can be used. As any port 
of the microcontroller can be programmed as an input 
or output port we can program port B as an input port 
which receives signal from the server and port C can be 
programmed as an output port. When no overtaking 
take place server gives microcontroller such a signal 
that microcontroller generates a zero voltage as output. 
But if overtaking take place server output is different 
from the previous output and corresponding 
microcontroller output is a 5 volt which is directly fed to 
the base of the transistor of the transistor controlled 
relay and is sufficient to bring the relay in operation. 

 

When the base of the transistor [8] get a high 
voltage it switches the coil of the relay. The coil gets 
energized and attracts the arm of the relay. The arm 
changes its position from NC (Normally Connected) to 
NO (Normally Open) position as shown in fig.5.

 

As a 
result the gate controlling arrangement gets power for 
restraining the vehicle a freewheeling diode [9] is 
connected in parallel with the coil of the electromagnet. 

Otherwise destruction of the transistor and the entire 
arrangement may occur due a very high voltage 
generated by the inductive energy stored in the relay coil 
as soon as the base voltage of the transistor goes low. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 5 :

 

Relay operation

 

a) Low running cost 

 

b) Less design complexity 

 

c) More advanced features can be added 

 

d) Less chance of failure 

 

e) Automatic fining can be made possible for overtaking 

 

f) Can operate in any atmospheric condition 

 

g) Proposed components for implementing circuit are 
available in market 

 

As the purpose of our proposition is to restrain 
overtaking that may leave serious accidents and it is a 
low cost approach we can say it is very important to 
implement. Besides there are several scopes for future 
development in conjunction with our proposition. As an 
elementary approach we have taken only the situation of 
a bridge in our consideration but it can be further 
implemented also in accident prone areas. Automatic 
tolling system requires almost same type of 
components. As a result implementation of this proposal 
will be very easy and cost effective one. Considering all 
the aspects finally we can conclude saying that ours is a 
viable proposition. 
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The

 

rate of climb (RoC) is an aircraft's vertical 

                   
speed - the rate of change in altitude. The rate of climb in an 
aircraft is indicated with a vertical speed indicator

 

(VSI) or 
instantaneous vertical speed indicator (IVSI). The rate of 
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or sink 
rate. A decrease in altitude corresponds with a negative rate of
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 I.

 

Introduction

 a)

 

Aircraft Design

 
Three major types of airplane designs are

 
•

 

Conceptual design

 
•

 

Preliminary design

 
•

 

Detailed design

 b)

 

Conceptual Design

 
It depends on what are the major factors for 

designing the aircraft.

 
i.

 

Power Plant Location

 
The Power plant location is either padded (or) 

Buried type engines are more preferred. Rear

 

location is 
preferred for low drag, reduced shock & to the whole 
thrust.

 
ii.

 

Selection of Engine

 
The engine should be selected according to the 

power required.

 
iii.

 

Wing Selection

 
The selection of wing depends upon the 

selection of

 
•

 

Low wing

 
•

 

Mid wing

 
•

 

High wing

 c)

 

Preliminary Design

 
Preliminary is based on Loitering. ‘U’ is the 

mathematical method of skinning the aircraft,

 

the aircraft 
look like a masked body. Preliminary design is done with 
help of C SOFTWARE.

 d)

 

Detailed Design

 
In the detailed design considers each & every 

rivets, bolts, paints etc. In this design the

 

connection & 
allocations are made.

 
 
 
 

II.

 

Rate

 

of

 

Climb

 

At steady state condition of flight for increase in 
power of engine there will have a corresponding 

increase of lift, if the elevators are operated suitably this 
increase in power can be used for the climbing flight 
with the nose up.

 

For such a flight L=W sinθ. The vertical velocity 
component Vsinθ

 

is called rate of climb. In a climbing 
flight power is required for both of the following

 

a)

 

To pull the aircraft weight up

 

b)

 

To overcome the drag force,

 

( )Rate of  climb = T - W / W V  

 

=Excess power/W

 

This relation is true for small angles of climb. 
(Say

 

θ<200) Therefore, from the engine selection,

 

the

 

thrust available F=3235N

 

1.1520 hF
20 h

− = ×  + 

 

At altitude h=0, (sea level) 

 

1.15

required
20F F
20

 =  
 

 

    requiredF 3235N=

 

At h=1000m, 

 

1.15

required
20 1F 3235
20 1

− =  + 

 

requiredF 2.883N=

 

At h=2000m,

 

  

1.15

required
20 2F 3235
20 2

− =  + 

 

  requiredF 2568N=
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The thrust required at the altitude

At h=3000m,

  

1.15

required
20 3F 3235
20 3

− =  + 

  requiredF 2285N=
At h=4000m,

  

1.15

required
20 4F 3235
20 4

− =  + 
  requiredF 2029N=

http://en.wikipedia.org/wiki/Altitude�
http://en.wikipedia.org/wiki/Vertical_speed_indicator�


 

 

 

 
 

 

 

Table 1 :

 

at h=0, (sea level)

 

S.NO.

 

V(m/sec)

 

D(KN)

 

T(KN)

 

( ) ( )
O

T D 60 V
ROC Km / min

W 9.81
− × ×

=
×

 

1 20

 

1.688

 

3.235

 

0.245

 

2 40

 

0.826

 

3.325

 

0.752

 

3 60

 

0.864

 

3.325

 

1.128

 

4 83.33

 

1.114

 

3.325

 

1.4016

 

Table 2 :

 

at h=1000m

 

S.NO.

 

V(m/sec)

 

D(KN)

 

T(KN)

 

( ) ( )
O

T D 60 V
ROC Km / min

W 9.81
− × ×

=
×

 

1 20

 

1.835

 

2.883

 

0.1662

 

2 40

 

0.826

 

2.883

 

0.6525

 

3 60

 

0.826

 

2.883

 

0.9606

 

4 83.33

 

1.114

 

2.883

 

1.169

 

Table 3 :

 

at h=2000m

 

S.NO.

 

V(m/sec)

 

D(KN)

 

T(KN)

 

( ) ( )
O

T D 60 V
ROC Km / min

W 9.81
− × ×

=
×

 

1 20

 

2.024

 

2.568

 

0.08628

 

2 40

 

0.867

 

2.568

 

0.5395

 

3 60

 

0.869

 

2.568

 

0.8084

 

4 83.33

 

1.082

 

2.568

 

0.9819

 

Table 4 :

 

at h=3000m

 

S.NO.

 

V(m/sec)

 

D(KN)

 

T(KN)

 

( ) ( )
O

T D 60 V
ROC Km / min

W 9.81
− × ×

=
×

 

1 20

 

2.22

 

2.285

 

0.0103

 

2 40

 

0.909

 

2.285

 

0.4364

 

3 60

 

0.878

 

2.285

 

0.6694

 

4 83.33

 

1.078

 

2.285

 

0.7976

 

Table 5 :

 

at h=4000m

 

S.NO.

 

V(m/sec)

 

D(KN)

 

T(KN)

 

( ) ( )
O

T D 60 V
ROC Km / min

W 9.81
− × ×

=
×

 

1 20

 

2.441

 

2.029

 

-0.06534

 

2 40

 

0.957

 

2.029

 

0.34

 

3 60

 

0.884

 

2.029

 

0.5448

 

4 83.33

 

1.069

 

2.029

 

0.6343
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VELOCITY Vs RATE OF CLIMB
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 Figure 1 :
 
Variation of ROC with respect to velocity

 
The above graph is drawn in between velocity 

and rate of climb. From the above graph we understand 
that

 
•
 

For steady climbing flight, lift and coefficient of lift 
are smaller than that in a steady level flight. Hence 
induced drag also smaller.

 
•
 

Consequently total drag for climbing flight becomes 
smaller than total drag for level flight at same 
velocity. 

 
•
 

Hence a plot of drag power (i.e., drag x velocity) 
against velocity of flight for climbing flight will be 
totally different from same plot for level flight, as the 
drag is smaller during climbing than level flight at 
same flight velocity.  

 

 

Figure 2 : Variation of ROC with respect to altitude 

The above graph is drawn in between altitude 
and rate of climb from this above graph we should 
understand that rate of climb decreases with increase in 
altitude.

 

a)
 

Absolute ceiling is
 

termed as generally used to 
indicate the maximum height to which airplane can 
reach. At that altitude the power available and 
power required will be equal.

 

b)
 

The service ceiling can be defined as the altitude at 
which the rate of climb is 100 units/units time.

 

c)
 

The maximum rate of climb will not occur at 
maximum angle of climb.    

 

ALTITUDE(Km)

0 1 2 3 4 5

1/
R

O
C

0

1

2

3

4

ALTITUDE Vs (1/ROC)
 

Figure 3 :
 
Variation of 1 / ROC with respect to velocity

 

The above graph is drawn in between the 
1/ROC and altitude. From this above graph we should 
understand that as altitude increases the 1/ROC value 
increases up to 3000m and after this altitude the value 
of 1/ROC value starts to decreases. 

 

III.
 

Conclusion 

Thus by simulation we had determined the rate
 

of climb, take – off and landing distance of a single 
seater home based aircraft and found that as rate of 
climb increases with increase in velocity, rate

 
of climb 

decreases with increase in altitude and as altitude 
increases the 1/ROC value increases up to 3000m and 
after this altitude the value of 1/ROC value starts to 
decreases.  
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Institutional Fellow of Open Association of Research Society (USA)-OARS (USA)
Global Journals Incorporation (USA) is accredited by Open Association of Research 
Society, U.S.A (OARS) and in turn, affiliates research institutions as “Institutional 
Fellow of Open Association of Research Society” (IFOARS).
The “FARSC” is a dignified title which is accorded to a person’s name viz. Dr. John E. 
Hall, Ph.D., FARSC or William Walldroff, M.S., FARSC.
The IFOARS institution is entitled to form a Board comprised of one Chairperson and three to five 
board members preferably from different streams. The Board will be recognized as “Institutional 
Board of Open Association of Research Society”-(IBOARS).

The Institute will be entitled to following benefits:

The IBOARS can initially review research papers of their institute and recommend 
them to publish with respective journal of Global Journals. It can also review the 
papers of other institutions after obtaining our consent. The second review will be 
done by peer reviewer of Global Journals Incorporation (USA) 
The Board is at liberty to appoint a peer reviewer with the approval of chairperson 
after consulting us. 
The author fees of such paper may be waived off up to 40%.

The Global Journals Incorporation (USA) at its discretion can also refer double blind 
peer reviewed paper at their end to the board for the verification and to get 
recommendation for final stage of acceptance of publication.

The IBOARS can organize symposium/seminar/conference in their country on behalf of 
Global Journals Incorporation (USA)-OARS (USA). The terms and conditions can be 
discussed separately.
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can also be helpful for the concerned faculty members.
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institute to function as Regional/Zonal office on our behalf.
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Fellow may use the designations as applicable, or the corresponding initials. The 
Credentials of individual Fellow and Associate designations signify that the individual 
has gained knowledge of the fundamental concepts. One is magnanimous and 
proficient in an expertise course covering the professional code of conduct, and 
follows recognized standards of practice.

Open Association of Research Society (US)/ Global Journals Incorporation (USA), as 
described in Corporate Statements, are educational, research publishing and 
professional membership organizations. Achieving our individual Fellow or Associate 
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We shall provide print version of 12 issues of any three journals [as per your requirement] out of our 
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 In case of “Difference of Opinion [if any]” among the Board members, our decision will be final and 
binding to everyone.                                                                                                                                             

VII



 

 
 

 
 

 

 

Process of submission of Research Paper     
  

The Area or field of specialization may or may not be of any category as mentioned in 
‘Scope of Journal’ menu of the GlobalJournals.org website. There are 37 Research 
Journal categorized with Six parental Journals GJCST, GJMR, GJRE, GJMBR, GJSFR, 
GJHSS. For Authors should prefer the mentioned categories. There are three widely 
used systems UDC, DDC and LCC. The details are available as ‘Knowledge Abstract’ at 
Home page. The major advantage of this coding is that, the research work will be 
exposed to and shared with all over the world as we are being abstracted and indexed 
worldwide.  

The paper should be in proper format. The format can be downloaded from first page of 
‘Author Guideline’ Menu. The Author is expected to follow the general rules as 
mentioned in this menu. The paper should be written in MS-Word Format 
(*.DOC,*.DOCX). 

 The Author can submit the paper either online or offline. The authors should prefer 
online submission.Online Submission: There are three ways to submit your paper: 

(A) (I) First, register yourself using top right corner of Home page then Login. If you 
are already registered, then login using your username and password. 

      (II) Choose corresponding Journal. 

      (III) Click ‘Submit Manuscript’.  Fill required information and Upload the paper. 

(B) If you are using Internet Explorer, then Direct Submission through Homepage is 
also available. 

(C) If these two are not conveninet , and then email the paper directly to 
dean@globaljournals.org.  

Offline Submission: Author can send the typed form of paper by Post. However, online 
submission should be preferred.                                                          
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Preferred Author Guidelines    

MANUSCRIPT STYLE INSTRUCTION (Must be strictly followed) 

 Page Size: 8.27" X 11'" 

• Left Margin: 0.65 
• Right Margin: 0.65 
• Top Margin: 0.75 
• Bottom Margin: 0.75 
• Font type of all text should be Swis 721 Lt BT.  
• Paper Title should be of Font Size 24 with one Column section. 
• Author Name in Font Size of 11 with one column as of Title. 
• Abstract Font size of 9 Bold, “Abstract” word in Italic Bold. 
• Main Text: Font size 10 with justified two columns section 
• Two Column with Equal Column with of 3.38 and Gaping of .2 
• First Character must be three lines Drop capped. 
• Paragraph before Spacing of 1 pt and After of 0 pt. 
• Line Spacing of 1 pt 
• Large Images must be in One Column 
• Numbering of First Main Headings (Heading 1) must be in Roman Letters, Capital Letter, and Font Size of 10. 
• Numbering of Second Main Headings (Heading 2) must be in Alphabets, Italic, and Font Size of 10. 

You can use your own standard format also. 
Author Guidelines: 

1. General, 

2. Ethical Guidelines, 

3. Submission of Manuscripts, 

4. Manuscript’s Category, 

5. Structure and Format of Manuscript, 

6. After Acceptance. 

1. GENERAL 

 Before submitting your research paper, one is advised to go through the details as mentioned in following heads. It will be beneficial, 
while peer reviewer justify your paper for publication. 

Scope 

The Global Journals Inc. (US) welcome the submission of original paper, review paper, survey article relevant to the all the streams of 
Philosophy and knowledge. The Global Journals Inc. (US) is parental platform for Global Journal of Computer Science and Technology, 
Researches in Engineering, Medical Research, Science Frontier Research, Human Social Science, Management, and Business organization. 
The choice of specific field can be done otherwise as following in Abstracting and Indexing Page on this Website. As the all Global 
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Journals Inc. (US) are being abstracted and indexed (in process) by most of the reputed organizations. Topics of only narrow interest will 
not be accepted unless they have wider potential or consequences. 

2. ETHICAL GUIDELINES 

 Authors should follow the ethical guidelines as mentioned below for publication of research paper and research activities. 

Papers are accepted on strict understanding that the material in whole or in part has not been, nor is being, considered for publication 
elsewhere. If the paper once accepted by Global Journals Inc. (US) and Editorial Board, will become the copyright of the Global Journals 
Inc. (US). 

Authorship: The authors and coauthors should have active contribution to conception design, analysis and interpretation of findings. 
They should critically review the contents and drafting of the paper. All should approve the final version of the paper before 
submission 

The Global Journals Inc. (US) follows the definition of authorship set up by the Global Academy of Research and Development. According 
to the Global Academy of R&D authorship, criteria must be based on: 

1) Substantial contributions to conception and acquisition of data, analysis and interpretation of the findings. 

2) Drafting the paper and revising it critically regarding important academic content. 

3) Final approval of the version of the paper to be published. 

All authors should have been credited according to their appropriate contribution in research activity and preparing paper. Contributors 
who do not match the criteria as authors may be mentioned under Acknowledgement. 

Acknowledgements: Contributors to the research other than authors credited should be mentioned under acknowledgement. The 
specifications of the source of funding for the research if appropriate can be included. Suppliers of resources may be mentioned along 
with address. 

Appeal of Decision: The Editorial Board’s decision on publication of the paper is final and cannot be appealed elsewhere. 

Permissions: It is the author's responsibility to have prior permission if all or parts of earlier published illustrations are used in this 
paper. 

Please mention proper reference and appropriate acknowledgements wherever expected. 

If all or parts of previously published illustrations are used, permission must be taken from the copyright holder concerned. It is the 
author's responsibility to take these in writing. 

Approval for reproduction/modification of any information (including figures and tables) published elsewhere must be obtained by the 
authors/copyright holders before submission of the manuscript. Contributors (Authors) are responsible for any copyright fee involved. 

3. SUBMISSION OF MANUSCRIPTS 

 Manuscripts should be uploaded via this online submission page. The online submission is most efficient method for submission of 
papers, as it enables rapid distribution of manuscripts and consequently speeds up the review procedure. It also enables authors to 
know the status of their own manuscripts by emailing us. Complete instructions for submitting a paper is available below. 

Manuscript submission is a systematic procedure and little preparation is required beyond having all parts of your manuscript in a given 
format and a computer with an Internet connection and a Web browser. Full help and instructions are provided on-screen. As an author, 
you will be prompted for login and manuscript details as Field of Paper and then to upload your manuscript file(s) according to the 
instructions. 
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To avoid postal delays, all transaction is preferred by e-mail. A finished manuscript submission is confirmed by e-mail immediately and 
your paper enters the editorial process with no postal delays. When a conclusion is made about the publication of your paper by our 
Editorial Board, revisions can be submitted online with the same procedure, with an occasion to view and respond to all comments. 

Complete support for both authors and co-author is provided. 

4. MANUSCRIPT’S CATEGORY 

Based on potential and nature, the manuscript can be categorized under the following heads: 

Original research paper: Such papers are reports of high-level significant original research work. 

Review papers: These are concise, significant but helpful and decisive topics for young researchers. 

Research articles: These are handled with small investigation and applications 

Research letters: The letters are small and concise comments on previously published matters. 

5.STRUCTURE AND FORMAT OF MANUSCRIPT 

The recommended size of original research paper is less than seven thousand words, review papers fewer than seven thousands words 
also.Preparation of research paper or how to write research paper, are major hurdle, while writing manuscript. The research articles and 
research letters should be fewer than three thousand words, the structure original research paper; sometime review paper should be as 
follows: 

 Papers: These are reports of significant research (typically less than 7000 words equivalent, including tables, figures, references), and 
comprise: 

(a)Title should be relevant and commensurate with the theme of the paper. 

(b) A brief Summary, “Abstract” (less than 150 words) containing the major results and conclusions. 

(c) Up to ten keywords, that precisely identifies the paper's subject, purpose, and focus. 

(d) An Introduction, giving necessary background excluding subheadings; objectives must be clearly declared. 

(e) Resources and techniques with sufficient complete experimental details (wherever possible by reference) to permit repetition; 
sources of information must be given and numerical methods must be specified by reference, unless non-standard. 

(f) Results should be presented concisely, by well-designed tables and/or figures; the same data may not be used in both; suitable 
statistical data should be given. All data must be obtained with attention to numerical detail in the planning stage. As reproduced design 
has been recognized to be important to experiments for a considerable time, the Editor has decided that any paper that appears not to 
have adequate numerical treatments of the data will be returned un-refereed; 

(g) Discussion should cover the implications and consequences, not just recapitulating the results; conclusions should be summarizing. 

(h) Brief Acknowledgements. 

(i) References in the proper form. 

Authors should very cautiously consider the preparation of papers to ensure that they communicate efficiently. Papers are much more 
likely to be accepted, if they are cautiously designed and laid out, contain few or no errors, are summarizing, and be conventional to the 
approach and instructions. They will in addition, be published with much less delays than those that require much technical and editorial 
correction. 
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The Editorial Board reserves the right to make literary corrections and to make suggestions to improve briefness. 

It is vital, that authors take care in submitting a manuscript that is written in simple language and adheres to published guidelines. 

 Format 

Language: The language of publication is UK English. Authors, for whom English is a second language, must have their manuscript 
efficiently edited by an English-speaking person before submission to make sure that, the English is of high excellence. It is preferable, 
that manuscripts should be professionally edited. 

Standard Usage, Abbreviations, and Units: Spelling and hyphenation should be conventional to The Concise Oxford English Dictionary. 
Statistics and measurements should at all times be given in figures, e.g. 16 min, except for when the number begins a sentence. When 
the number does not refer to a unit of measurement it should be spelt in full unless, it is 160 or greater. 

Abbreviations supposed to be used carefully. The abbreviated name or expression is supposed to be cited in full at first usage, followed 
by the conventional abbreviation in parentheses. 

Metric SI units are supposed to generally be used excluding where they conflict with current practice or are confusing. For illustration, 
1.4 l rather than 1.4 × 10-3 m3, or 4 mm somewhat than 4 × 10-3 m. Chemical formula and solutions must identify the form used, e.g. 
anhydrous or hydrated, and the concentration must be in clearly defined units. Common species names should be followed by 
underlines at the first mention. For following use the generic name should be constricted to a single letter, if it is clear. 

Structure 

All manuscripts submitted to Global Journals Inc. (US), ought to include: 

Title: The title page must carry an instructive title that reflects the content, a running title (less than 45 characters together with spaces), 
names of the authors and co-authors, and the place(s) wherever the work was carried out. The full postal address in addition with the e-
mail address of related author must be given. Up to eleven keywords or very brief phrases have to be given to help data retrieval, mining 
and indexing. 

 Abstract, used in Original Papers and Reviews: 

Optimizing Abstract for Search Engines 

Many researchers searching for information online will use search engines such as Google, Yahoo or similar. By optimizing your paper for 
search engines, you will amplify the chance of someone finding it. This in turn will make it more likely to be viewed and/or cited in a 
further work. Global Journals Inc. (US) have compiled these guidelines to facilitate you to maximize the web-friendliness of the most 
public part of your paper. 

Key Words 

A major linchpin in research work for the writing research paper is the keyword search, which one will employ to find both library and 
Internet resources. 

One must be persistent and creative in using keywords. An effective keyword search requires a strategy and planning a list of possible 
keywords and phrases to try. 

Search engines for most searches, use Boolean searching, which is somewhat different from Internet searches. The Boolean search uses 
"operators," words (and, or, not, and near) that enable you to expand or narrow your affords. Tips for research paper while preparing 
research paper are very helpful guideline of research paper. 

Choice of key words is first tool of tips to write research paper. Research paper writing is an art.A few tips for deciding as strategically as 
possible about keyword search:                                 
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• One should start brainstorming lists of possible keywords before even begin searching. Think about the most 
important concepts related to research work. Ask, "What words would a source have to include to be truly 
valuable in research paper?" Then consider synonyms for the important words. 

• It may take the discovery of only one relevant paper to let steer in the right keyword direction because in most 
databases, the keywords under which a research paper is abstracted are listed with the paper. 

• One should avoid outdated words. 

Keywords are the key that opens a door to research work sources. Keyword searching is an art in which researcher's skills are 
bound to improve with experience and time. 

 Numerical Methods: Numerical methods used should be clear and, where appropriate, supported by references. 

Acknowledgements: Please make these as concise as possible. 

 References 

References follow the Harvard scheme of referencing. References in the text should cite the authors' names followed by the time of their 
publication, unless there are three or more authors when simply the first author's name is quoted followed by et al. unpublished work 
has to only be cited where necessary, and only in the text. Copies of references in press in other journals have to be supplied with 
submitted typescripts. It is necessary that all citations and references be carefully checked before submission, as mistakes or omissions 
will cause delays. 

References to information on the World Wide Web can be given, but only if the information is available without charge to readers on an 
official site. Wikipedia and Similar websites are not allowed where anyone can change the information. Authors will be asked to make 
available electronic copies of the cited information for inclusion on the Global Journals Inc. (US) homepage at the judgment of the 
Editorial Board. 

The Editorial Board and Global Journals Inc. (US) recommend that, citation of online-published papers and other material should be done 
via a DOI (digital object identifier). If an author cites anything, which does not have a DOI, they run the risk of the cited material not 
being noticeable. 

The Editorial Board and Global Journals Inc. (US) recommend the use of a tool such as Reference Manager for reference management 
and formatting. 

 Tables, Figures and Figure Legends 

Tables: Tables should be few in number, cautiously designed, uncrowned, and include only essential data. Each must have an Arabic 
number, e.g. Table 4, a self-explanatory caption and be on a separate sheet. Vertical lines should not be used. 

Figures: Figures are supposed to be submitted as separate files. Always take in a citation in the text for each figure using Arabic numbers, 
e.g. Fig. 4. Artwork must be submitted online in electronic form by e-mailing them. 

 Preparation of Electronic Figures for Publication 

Even though low quality images are sufficient for review purposes, print publication requires high quality images to prevent the final 
product being blurred or fuzzy. Submit (or e-mail) EPS (line art) or TIFF (halftone/photographs) files only. MS PowerPoint and Word 
Graphics are unsuitable for printed pictures. Do not use pixel-oriented software. Scans (TIFF only) should have a resolution of at least 350 
dpi (halftone) or 700 to 1100 dpi (line drawings) in relation to the imitation size. Please give the data for figures in black and white or 
submit a Color Work Agreement Form. EPS files must be saved with fonts embedded (and with a TIFF preview, if possible). 

For scanned images, the scanning resolution (at final image size) ought to be as follows to ensure good reproduction: line art: >650 dpi; 
halftones (including gel photographs) : >350 dpi; figures containing both halftone and line images: >650 dpi. 
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Figure Legends: Self-explanatory legends of all figures should be incorporated separately under the heading 'Legends to Figures'. In the 
full-text online edition of the journal, figure legends may possibly be truncated in abbreviated links to the full screen version. Therefore, 
the first 100 characters of any legend should notify the reader, about the key aspects of the figure. 

6. AFTER ACCEPTANCE

 
Upon approval of a paper for publication, the manuscript will be forwarded to the dean, who is responsible for the publication of the 
Global Journals Inc. (US). 

 

6.1 Proof Corrections

 
The corresponding author will receive an e-mail alert containing a link to a website or will be attached. A working e-mail address must 
therefore be provided for the related author. 

Acrobat Reader will be required in order to read this file. This software can be downloaded 

(Free of charge) from the following website: 

www.adobe.com/products/acrobat/readstep2.html. This will facilitate the file to be opened, read on screen, and printed out in order for 
any corrections to be added. Further instructions will be sent with the proof. 

Proofs must be returned to the dean at dean@globaljournals.org within three days of receipt. 

As changes to proofs are costly, we inquire that you only correct typesetting errors. All illustrations are retained by the publisher. Please 
note that the authors are responsible for all statements made in their work, including changes made by the copy editor. 

 

6.2 Early View of Global Journals Inc. (US) (Publication Prior to Print)

 
The Global Journals Inc. (US) are enclosed by our publishing's Early View service. Early View articles are complete full-text articles sent in 
advance of their publication. Early View articles are absolute and final. They have been completely reviewed, revised and edited for 
publication, and the authors' final corrections have been incorporated. Because they are in final form, no changes can be made after 
sending them. The nature of Early View articles means that they do not yet have volume, issue or page numbers, so Early View articles 
cannot be cited in the conventional way. 

 

6.3 Author Services

 
Online production tracking is available for your article through Author Services. Author Services enables authors to track their article - 
once it has been accepted - through the production process to publication online and in print. Authors can check the status of their 
articles online and choose to receive automated e-mails at key stages of production. The authors will receive an e-mail with a unique link 
that enables them to register and have their article automatically added to the system. Please ensure that a complete e-mail address is 
provided when submitting the manuscript. 

 

6.4 Author Material Archive Policy

 
Please note that if not specifically requested, publisher will dispose off hardcopy & electronic information submitted, after the two 
months of publication. If you require the return of any information submitted, please inform the Editorial Board or dean as soon as 
possible. 

 

6.5 Offprint and Extra Copies

 
A PDF offprint of the online-published article will be provided free of charge to the related author, and may be distributed according to 
the Publisher's terms and conditions. Additional paper offprint may be ordered by emailing us at: editor@globaljournals.org . 

You must strictly follow above Author Guidelines before submitting your paper or else we will not at all be responsible for any
corrections in future in any of the way.
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2. Evaluators are human: First thing to remember that evaluators are also human being. They are not only meant for rejecting a paper. 
They are here to evaluate your paper. So, present your Best. 

3. Think Like Evaluators: If you are in a confusion or getting demotivated that your paper will be accepted by evaluators or not, then 
think and try to evaluate your paper like an Evaluator. Try to understand that what an evaluator wants in your research paper and 
automatically you will have your answer. 

4. Make blueprints of paper: The outline is the plan or framework that will help you to arrange your thoughts. It will make your paper 
logical. But remember that all points of your outline must be related to the topic you have chosen.  

5. Ask your Guides: If you are having any difficulty in your research, then do not hesitate to share your difficulty to your guide (if you 
have any). They will surely help you out and resolve your doubts. If you can't clarify what exactly you require for your work then ask the 
supervisor to help you with the alternative. He might also provide you the list of essential readings. 

6. Use of computer is recommended: As you are doing research in the field of Computer Science, then this point is quite obvious. 

 

7. Use right software: Always use good quality software packages. If you are not capable to judge good software then you can lose 
quality of your paper unknowingly. There are various software programs available to help you, which you can get through Internet. 

 

8. Use the Internet for help: An excellent start for your paper can be by using the Google. It is an excellent search engine, where you can 
have your doubts resolved. You may also read some answers for the frequent question how to write my research paper or find model 
research paper. From the internet library you can download books. If you have all required books make important reading selecting and 
analyzing the specified information. Then put together research paper sketch out. 

9. Use and get big pictures: Always use encyclopedias, Wikipedia to get pictures so that you can go into the depth. 

 

10. Bookmarks are useful: When you read any book or magazine, you generally use bookmarks, right! It is a good habit, which helps to 
not to lose your continuity. You should always use bookmarks while searching on Internet also, which will make your search easier. 

 

 

Before start writing a good quality Computer Science Research Paper, let us first understand what is Computer Science Research Paper? 
So, Computer Science Research Paper is the paper which is written by professionals or scientists who are associated to Computer Science 
and Information Technology, or doing research study in these areas. If you are novel to this field then you can consult about

 
this field 

from your supervisor or guide.
 

TECHNIQUES FOR WRITING A GOOD QUALITY RESEARCH PAPER:
 

1. Choosing the topic:
 
In most cases, the topic is searched by the interest of author but it can be also suggested by the guides. You can 

have several topics and then you can judge that in which topic or subject you are finding yourself most comfortable. This can
 
be done by 

asking several questions to yourself, like Will I be able to carry our search in this area? Will I find all necessary recourses to accomplish 
the search? Will I be able to find all information in this field area? If the answer of these types of questions will be "Yes" then you can 
choose that topic. In most of the cases, you may have to conduct the surveys and have to visit several places because this field is related 
to Computer Science and Information Technology. Also, you may have to do a lot of work to find all rise and falls regarding the various 
data of that subject. Sometimes, detailed information plays a vital role, instead of short information.

 

 

11. Revise what you wrote: When you write anything, always read it, summarize it and then finalize it. 
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16. Use proper verb tense: Use proper verb tenses in your paper. Use past tense, to present those events that happened. Use present 
tense to indicate events that are going on. Use future tense to indicate future happening events. Use of improper and wrong tenses will 
confuse the evaluator. Avoid the sentences that are incomplete. 

17. Never use online paper: If you are getting any paper on Internet, then never use it as your research paper because it might be 
possible that evaluator has already seen it or maybe it is outdated version.  

Pick a good study spot: To do your research studies always try to pick a spot, which is quiet. Every spot is not for studies. Spot that 
suits you choose it and proceed further. 

19. Know what you know: Always try to know, what you know by making objectives. Else, you will be confused and cannot achieve your 
target. 

 

20. Use good quality grammar: Always use a good quality grammar and use words that will throw positive impact on evaluator. Use of 
good quality grammar does not mean to use tough words, that for each word the evaluator has to go through dictionary. Do not start 
sentence with a conjunction. Do not fragment sentences. Eliminate one-word sentences. Ignore passive voice. Do not ever use a big 
word when a diminutive one would suffice. Verbs have to be in agreement with their subjects. Prepositions are not expressions to finish 
sentences with. It is incorrect to ever divide an infinitive. Avoid clichés like the disease. Also, always shun irritating alliteration. Use 
language that is simple and straight forward. put together a neat summary. 

21. Arrangement of information: Each section of the main body should start with an opening sentence and there should be a 
changeover at the end of the section. Give only valid and powerful arguments to your topic. You may also maintain your arguments with 
records. 

 

22. Never start in last minute: Always start at right time and give enough time to research work. Leaving everything to the last minute 
will degrade your paper and spoil your work. 

23. Multitasking in research is not good: Doing several things at the same time proves bad habit in case of research activity. Research is 
an area, where everything has a particular time slot. Divide your research work in parts and do particular part in particular time slot. 

 

24. Never copy others' work: Never copy others' work and give it your name because if evaluator has seen it anywhere you will be in 
trouble. 

 

25. Take proper rest and food: No matter how many hours you spend for your research activity, if you are not taking care of your health 
then all your efforts will be in vain. For a quality research, study is must, and this can be done by taking proper rest and food.  

 

26. Go for seminars: Attend seminars if the topic is relevant to your research area. Utilize all your resources. 

 

12. Make all efforts: Make all efforts to mention what you are going to write in your paper. That means always have a good start. Try to 
mention everything in introduction, that what is the need of a particular research paper. Polish your work by good skill of writing and 
always give an evaluator, what he wants. 

13. Have backups: When you are going to do any important thing like making research paper, you should always have backup copies of it 
either in your computer or in paper. This will help you to not to lose any of your important. 

14. Produce good diagrams of your own: Always try to include good charts or diagrams in your paper to improve quality. Using several 
and unnecessary diagrams will degrade the quality of your paper by creating "hotchpotch." So always, try to make and include those 
diagrams, which are made by your own to improve readability and understandability of your paper. 

15. Use of direct quotes: When you do research relevant to literature, history or current affairs then use of quotes become essential but 
if study is relevant to science then use of quotes is not preferable.  

18.
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sufficient. Use words properly, regardless of how others use them. Remove quotations. Puns are for kids, not grunt readers. 
Amplification is a billion times of inferior quality than sarcasm. 

32. Never oversimplify everything: To add material in your research paper, never go for oversimplification. This will definitely irritate the 
evaluator. Be more or less specific. Also too, by no means, ever use rhythmic redundancies. Contractions aren't essential and shouldn't 
be there used. Comparisons are as terrible as clichés. Give up ampersands and abbreviations, and so on. Remove commas, that are, not 
necessary. Parenthetical words however should be together with this in commas. Understatement is all the time the complete best way 
to put onward earth-shaking thoughts. Give a detailed literary review. 

33. Report concluded results: Use concluded results. From raw data, filter the results and then conclude your studies based on 
measurements and observations taken. Significant figures and appropriate number of decimal places should be used. Parenthetical

 

remarks are prohibitive. Proofread carefully at final stage. In the end give outline to your arguments. Spot out perspectives of further 
study of this subject. Justify your conclusion by at the bottom of them with sufficient justifications and examples. 

 

34. After conclusion: Once you have concluded your research, the next most important step is to present your findings. Presentation is 
extremely important as it is the definite medium though which your research is going to be in print to the rest of the crowd. Care should 
be taken to categorize your thoughts well and present them in a logical and neat manner. A good quality research paper format is 
essential because it serves to highlight your research paper and bring to light all necessary aspects in your research.

 

Key points to remember:  

Submit all work in its final form. 
Write your paper in the form, which is presented in the guidelines using the template. 
Please note the criterion for grading the final paper by peer-reviewers. 

Final Points:  

A purpose of organizing a research paper is to let people to interpret your effort selectively. The journal requires the following sections, 
submitted in the order listed, each section to start on a new page.  

The introduction will be compiled from reference matter and will reflect the design processes or outline of basis that direct you to make 
study. As you will carry out the process of study, the method and process section will be constructed as like that. The result segment will 
show related statistics in nearly sequential order and will direct the reviewers next to the similar intellectual paths throughout the data 
that you took to carry out your study. The discussion section will provide understanding of the data and projections as to the implication 
of the results. The use of good quality references all through the paper will give the effort trustworthiness by representing an alertness 
of prior workings. 

 

27. Refresh your mind after intervals: Try to give rest to your mind by listening to soft music or by sleeping in intervals. This will also 
improve your memory. 

28. Make colleagues: Always try to make colleagues. No matter how sharper or intelligent you are, if you make colleagues you can have 
several ideas, which will be helpful for your research. 

Think technically: Always think technically. If anything happens, then search its reasons, its benefits, and demerits. 

30. Think and then print: When you will go to print your paper, notice that tables are not be split, headings are not detached from their 
descriptions, and page sequence is maintained.  

31. Adding unnecessary information: Do not add unnecessary information, like, I have used MS Excel to draw graph. Do not add 
irrelevant and inappropriate material. These all will create superfluous. Foreign terminology and phrases are not apropos. One should 
NEVER take a broad view. Analogy in script is like feathers on a snake. Not at all use a large word when a very small one would be                    

29.
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Separating a table/chart or figure - impound each figure/table to a single page 
Submitting a manuscript with pages out of sequence 

In every sections of your document 

· Use standard writing style including articles ("a", "the," etc.) 

· Keep on paying attention on the research topic of the paper 

 

· Use paragraphs to split each significant point (excluding for the abstract) 

 

· Align the primary line of each section 

 

· Present your points in sound order 

 

· Use present tense to report well accepted  

 

· Use past tense to describe specific results  

 

· Shun familiar wording, don't address the reviewer directly, and don't use slang, slang language, or superlatives  

 

· Shun use of extra pictures - include only those figures essential to presenting results 

 

Title Page: 

 

Choose a revealing title. It should be short. It should not have non-standard acronyms or abbreviations. It should not exceed two printed 
lines. It should include the name(s) and address (es) of all authors. 

 
 

 

 

 

Writing a research paper is not an easy job no matter how trouble-free the actual research or concept. Practice, excellent preparation, 
and controlled record keeping are the only means to make straightforward the progression.  

General style: 

Specific editorial column necessities for compliance of a manuscript will always take over from directions in these general guidelines. 

To make a paper clear 

· Adhere to recommended page limits 

Mistakes to evade 

Insertion a title at the foot of a page with the subsequent text on the next page 
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shortening the outcome. Sum up the study, with the subsequent elements in any summary. Try to maintain the initial two items to no 
more than one ruling each.  

Reason of the study - theory, overall issue, purpose 
Fundamental goal 
To the point depiction of the research 
Consequences, including definite statistics - if the consequences are quantitative in nature, account quantitative data; results 
of any numerical analysis should be reported 
Significant conclusions or questions that track from the research(es) 

Approach: 

Single section, and succinct 
As a outline of job done, it is always written in past tense 
A conceptual should situate on its own, and not submit to any other part of the paper such as a form or table 
Center on shortening results - bound background information to a verdict or two, if completely necessary 
What you account in an conceptual must be regular with what you reported in the manuscript 
Exact spelling, clearness of sentences and phrases, and appropriate reporting of quantities (proper units, important statistics) 
are just as significant in an abstract as they are anywhere else 

Introduction:  

 

The Introduction should "introduce" the manuscript. The reviewer should be presented with sufficient background information to be 
capable to comprehend and calculate the purpose of your study without having to submit to other works. The basis for the study should 
be offered. Give most important references but shun difficult to make a comprehensive appraisal of the topic. In the introduction, 
describe the problem visibly. If the problem is not acknowledged in a logical, reasonable way, the reviewer will have no attention in your 
result. Speak in common terms about techniques used to explain the problem, if needed, but do not present any particulars about the 
protocols here. Following approach can create a valuable beginning: 

Explain the value (significance) of the study  
Shield the model - why did you employ this particular system or method? What is its compensation? You strength remark on its 
appropriateness from a abstract point of vision as well as point out sensible reasons for using it. 
Present a justification. Status your particular theory (es) or aim(s), and describe the logic that led you to choose them. 
Very for a short time explain the tentative propose and how it skilled the declared objectives. 

Approach: 

Use past tense except for when referring to recognized facts. After all, the manuscript will be submitted after the entire job is 
done.  
Sort out your thoughts; manufacture one key point with every section. If you make the four points listed above, you will need a

 

least of four paragraphs. 

 

 

Abstract: 

The summary should be two hundred words or less. It should briefly and clearly explain the key findings reported in the manuscript--
must have precise statistics. It should not have abnormal acronyms or abbreviations. It should be logical in itself. Shun citing references 
at this point. 

An abstract is a brief distinct paragraph summary of finished work or work in development. In a minute or less a reviewer can be taught 
the foundation behind the study, common approach to the problem, relevant results, and significant conclusions or new questions.  

Write your summary when your paper is completed because how can you write the summary of anything which is not yet written? 
Wealth of terminology is very essential in abstract. Yet, use comprehensive sentences and do not let go readability for briefness. You can 
maintain it succinct by phrasing sentences so that they provide more than lone rationale. The author can at this moment go straight to 
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principle while stating the situation. The purpose is to text all particular resources and broad procedures, so that another person may 
use some or all of the methods in one more study or referee the scientific value of your work. It is not to be a step by step report of the 
whole thing you did, nor is a methods section a set of orders. 

 

Materials: 

Explain materials individually only if the study is so complex that it saves liberty this way. 
Embrace particular materials, and any tools or provisions that are not frequently found in laboratories.  
Do not take in frequently found. 
If use of a definite type of tools. 
Materials may be reported in a part section or else they may be recognized along with your measures. 

Methods:  

Report the method (not particulars of each process that engaged the same methodology) 
Describe the method entirely 
To be succinct, present methods under headings dedicated to specific dealings or groups of measures 
Simplify - details how procedures were completed not how they were exclusively performed on a particular day.  
If well known procedures were used, account the procedure by name, possibly with reference, and that's all.  

Approach:  

It is embarrassed or not possible to use vigorous voice when documenting methods with no using first person, which would 
focus the reviewer's interest on the researcher rather than the job. As a result when script up the methods most authors use 
third person passive voice. 
Use standard style in this and in every other part of the paper - avoid familiar lists, and use full sentences. 

What to keep away from 

Resources and methods are not a set of information. 
Skip all descriptive information and surroundings - save it for the argument. 
Leave out information that is immaterial to a third party. 

Results: 

 
 

The principle of a results segment is to present and demonstrate your conclusion. Create this part a entirely objective details of the 
outcome, and save all understanding for the discussion. 

 

The page length of this segment is set by the sum and types of data to be reported. Carry on to be to the point, by means of statistics and 
tables, if suitable, to present consequences most efficiently.You must obviously differentiate material that would usually be incorporated 
in a study editorial from any unprocessed data or additional appendix matter that would not be available. In fact, such matter should not 
be submitted at all except requested by the instructor. 

 

Present surroundings information only as desirable in order hold up a situation. The reviewer does not desire to read the 
whole thing you know about a topic. 
Shape the theory/purpose specifically - do not take a broad view. 
As always, give awareness to spelling, simplicity and correctness of sentences and phrases. 

Procedures (Methods and Materials): 

This part is supposed to be the easiest to carve if you have good skills. A sound written Procedures segment allows a capable scientist to 
replacement your results. Present precise information about your supplies. The suppliers and clarity of reagents can be helpful bits of 
information. Present methods in sequential order but linked methodologies can be grouped as a segment. Be concise when relating the 
protocols. Attempt for the least amount of information that would permit another capable scientist to spare your outcome but be
cautious that vital information is integrated. The use of subheadings is suggested and ought to be synchronized with the results section. 
When a technique is used that has been well described in another object, mention the specific item describing a way but draw the basic 
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Do not present the similar data more than once. 
Manuscript should complement any figures or tables, not duplicate the identical information. 
Never confuse figures with tables - there is a difference. 

Approach 
As forever, use past tense when you submit to your results, and put the whole thing in a reasonable order.
Put figures and tables, appropriately numbered, in order at the end of the report  
If you desire, you may place your figures and tables properly within the text of your results part. 

Figures and tables 
If you put figures and tables at the end of the details, make certain that they are visibly distinguished from any attach appendix 
materials, such as raw facts 
Despite of position, each figure must be numbered one after the other and complete with subtitle  
In spite of position, each table must be titled, numbered one after the other and complete with heading 
All figure and table must be adequately complete that it could situate on its own, divide from text 

Discussion: 

 

The Discussion is expected the trickiest segment to write and describe. A lot of papers submitted for journal are discarded based on
problems with the Discussion. There is no head of state for how long a argument should be. Position your understanding of the outcome
visibly to lead the reviewer through your conclusions, and then finish the paper with a summing up of the implication of the study. The
purpose here is to offer an understanding of your results and hold up for all of your conclusions, using facts from your research and
generally accepted information, if suitable. The implication of result should be visibly described. 
Infer your data in the conversation in suitable depth. This means that when you clarify an observable fact you must explain mechanisms
that may account for the observation. If your results vary from your prospect, make clear why that may have happened. If your results
agree, then explain the theory that the proof supported. It is never suitable to just state that the data approved with prospect, and let it
drop at that. 

Make a decision if each premise is supported, discarded, or if you cannot make a conclusion with assurance. Do not just dismiss
a study or part of a study as "uncertain." 
Research papers are not acknowledged if the work is imperfect. Draw what conclusions you can based upon the results that
you have, and take care of the study as a finished work  
You may propose future guidelines, such as how the experiment might be personalized to accomplish a new idea. 
Give details all of your remarks as much as possible, focus on mechanisms. 
Make a decision if the tentative design sufficiently addressed the theory, and whether or not it was correctly restricted. 
Try to present substitute explanations if sensible alternatives be present. 
One research will not counter an overall question, so maintain the large picture in mind, where do you go next? The best
studies unlock new avenues of study. What questions remain? 
Recommendations for detailed papers will offer supplementary suggestions.

Approach:  

When you refer to information, differentiate data generated by your own studies from available information 
Submit to work done by specific persons (including you) in past tense.  
Submit to generally acknowledged facts and main beliefs in present tense.  

Content 

Sum up your conclusion in text and demonstrate them, if suitable, with figures and tables.  
In manuscript, explain each of your consequences, point the reader to remarks that are most appropriate. 
Present a background, such as by describing the question that was addressed by creation an exacting study. 
Explain results of control experiments and comprise remarks that are not accessible in a prescribed figure or table, if 
appropriate. 
Examine your data, then prepare the analyzed (transformed) data in the form of a figure (graph), table, or in manuscript form. 

What to stay away from 
Do not discuss or infer your outcome, report surroundings information, or try to explain anything. 
Not at all, take in raw data or intermediate calculations in a research manuscript.                    
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Do not give permission to anyone else to "PROOFREAD" your manuscript. 

Methods to avoid Plagiarism is applied by us on every paper, if found guilty, you will be blacklisted by all of our collaborated
research groups, your institution will be informed for this and strict legal actions will be taken immediately.) 
To guard yourself and others from possible illegal use please do not permit anyone right to use to your paper and files. 

The major constraint is that you must independently make all content, tables, graphs, and facts that are offered in the paper.
You must write each part of the paper wholly on your own. The Peer-reviewers need to identify your own perceptive of the
concepts in your own terms. NEVER extract straight from any foundation, and never rephrase someone else's analysis. 

Please carefully note down following rules and regulation before submitting your Research Paper to Global Journals Inc. (US):  

Segment Draft and Final Research Paper: You have to strictly follow the template of research paper. If it is not done your paper may get
rejected.  
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CRITERION FOR GRADING A RESEARCH PAPER (COMPILATION)
BY GLOBAL JOURNALS INC. (US)

Please note that following table is only a Grading of "Paper Compilation" and not on "Performed/Stated Research" whose grading 

solely depends on Individual Assigned Peer Reviewer and Editorial Board Member. These can be available only on request and after 

decision of Paper. This report will be the property of Global Journals Inc. (US).

Topics Grades

A-B C-D E-F

Abstract

Clear and concise with 

appropriate content, Correct 

format. 200 words or below 

Unclear summary and no 

specific data, Incorrect form

Above 200 words 

No specific data with ambiguous 

information

Above 250 words

Introduction

Containing all background 

details with clear goal and 

appropriate details, flow 

specification, no grammar 

and spelling mistake, well 

organized sentence and 

paragraph, reference cited

Unclear and confusing data, 

appropriate format, grammar 

and spelling errors with 

unorganized matter

Out of place depth and content, 

hazy format

Methods and 

Procedures

Clear and to the point with 

well arranged paragraph, 

precision and accuracy of 

facts and figures, well 

organized subheads

Difficult to comprehend with 

embarrassed text, too much 

explanation but completed 

Incorrect and unorganized 

structure with hazy meaning

Result

Well organized, Clear and 

specific, Correct units with 

precision, correct data, well 

structuring of paragraph, no 

grammar and spelling 

mistake

Complete and embarrassed 

text, difficult to comprehend

Irregular format with wrong facts 

and figures

Discussion

Well organized, meaningful 

specification, sound 

conclusion, logical and 

concise explanation, highly 

structured paragraph 

reference cited 

Wordy, unclear conclusion, 

spurious

Conclusion is not cited, 

unorganized, difficult to 

comprehend 

References

Complete and correct 

format, well organized

Beside the point, Incomplete Wrong format and structuring
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Elevators · 27
Energized · 23, 25
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Freewheeling · 25
Frontal · 1, 12

I

Inflator · 5, 7, 8, 18

O

Occipital · 12, 18
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Occurs · 23, 24

P

Permeability · 1, 5, 7, 11, 14, 15, 18
Prohibited · 21

R

Restrain · 21, 25
Restraining · 21, 23, 25
Retrieved · 21, 23
Rudimentary · 21

S

Simulate · 8, 27
Sternum · 1, 16, 17
Susceptible · 12, 18

T

Tabulation · 11, 16
Thoracic · 11, 12, 14, 18

V

Viscous · 6, 8, 10



 Global Journals


	Global Journal of Researches in Engineering: B
	Volume 13 Issue 2 (Ver. 1.0)
	Copyright Policies
	Integrated Editorial Board(Computer Science, Engineering, Medical, Management, NaturalScience, Social Science)
	Chief Author
	Contents
	1. A DoE Method in Predicting Injuries to Out-of-PositionOccupants from Torso-Only Side-Impact Airbags
	2. Automatic Traffic Overtaking Restrainer using RFIDTechnique
	3. Simulation of Rate of Climb for a Single Seater HomebasedAircraft
	Fellows
	Auxiliary Memberships
	Process of submission of Research Paper
	Preferred Author Guidelines
	Index

